
       XXRP3-156.75（continuous bb)
                                       3BB Polycrystalline Silicon Solar Cell

PYSICAL 
CHARACTERISTICS

Dimension 156.75mm X156.75mm
Wafer 
Thickness 200µm ± 20µm

Front(-) Blue silicon nitride anti-reflection coatings                                        
1.4mm silver busbars

Back(+)
Full-surface aluminum back-surface field
2.5mm (silver / aluminum) discontinuous 
soldering pads

TYPICAL ELECTRICAL
CHARACTERISTICS

Efficiency 
Code

1760 1770 1780 1790 1800 1810 1820 1830 1840 1850 1860

Efficiency(%) 17.6 17.7 17.8 17.9 18.0 18.1 18.2 18.3 18.4 18.5 18.6 

Pmax(W) 4.324 4.348 4.373 4.397 4.422 4.447 4.471 4.496 4.520 4.545 4.570 

Vmp(V) 0.520 0.523 0.525 0.527 0.528 0.529 0.530 0.531 0.532 0.532 0.532 

Imp(A) 8.315 8.314 8.330 8.343 8.375 8.406 8.436 8.467 8.496 8.543 8.590 

Voc(V) 0.614 0.617 0.620 0.622 0.623 0.624 0.625 0.627 0.628 0.628 0.628 

Isc(A) 8.814 8.812 8.829 8.844 8.878 8.911 8.942 8.975 9.006 9.056 9.106 

Data under standard testing conditions(STC): 1,000W/㎡, AM1.5, 25℃, eff. tolerance : average + 0.3%/-0.1% absolute.

TYPICAL 
TEMPERATURE
COEFFICIENTS

Voltage - 0.33 %/K

Current + 0.005 %/K   

Power - 0.42%/K
CONDUCTOR 
PATTERNS

TYPICAL I-V CURVE
(Cell Efficiency 17.6--18.6%)

PACKAGE
Typical package for 1 pallet contains 24 cartons, 1 carton contains 1,600cells. The cells are sealed in cell box every 
100pcs     Gross weight per unit carton shall  be around 19.5kgs

Shenzhen Xiangxinrui Solar Energy Co., Ltd
Factory :4F Building , Xinfa 1st Rd, Xinfa Industry Park, Shajing, Shenzhen 
Tel: +86-13760218801  / 13632917290                     Email :xxy_xxysolar@foxmail.com


