
GT - FA Range

Specifications

(mm) (in) (mm) (in) (mm) (in) (mm) (in) (Kg) (Ib)

GTS-200G 2 200 103 4.06 206 8.11 354 13.94 380 14.96 20.00 44.0

GTS-250G 2 250 124 4.88 206 8.11 354 13.94 380 14.96 24.00 52.8

GTS-300G 2 300 145 5.71 206 8.11 354 13.94 380 14.96 29.00 63.8

GTS-350G 2 350 124 4.88 206 8.11 470 18.50 496 19.53 31.00 68.2

GTS-420G 2 420 145 5.71 206 8.11 470 18.50 496 19.53 36.00 79.2

GTS-500G 2 500 166 6.54 206 8.11 470 18.50 496 19.53 42.00 92.4

GTS-600G 2 600 145 5.71 206 8.11 645 25.39 671 26.42 50.00 110.0

GTS-630G 2 600 225 8.86 206 8.11 470 18.50 496 19.53 53.50 117.7

GTS-700G 2 700 225 8.86 206 8.11 470 18.50 496 19.53 59.50 130.9

GTS-770G 2 770 225 8.86 206 8.11 470 18.50 496 19.53 65.50 144.1

GTS-800G 2 800 210 8.27 191 7.52 645 25.39 671 26.42 68.00 149.6

GTS-1000G 2 1000 210 8.27 233 9.17 645 25.39 671 26.42 82.00 180.4

GTS-1200G 2 1200 210 8.27 275 10.83 645 25.39 671 26.42 97.00 213.4

GTS-1500G 2 1500 210 8.27 275 10.83 795 31.30 821 32.32 120.00 264.0

GTS-2000G 2 2000 212 8.35 399 15.71 772 30.39 797 31.38 160.00 352.0

GT12-2500G 2 2500 212 8.35 487 19.17 772 30.39 797 31.38 200.00 440.0

GT12-3000G 2 3000 212 8.35 576 22.68 772 30.39 797 31.38 240.00 528.0
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Specifications

(mm) (in) (mm) (in) (mm) (in) (Kg) (Ib)

GT12-50FG 12 50 35 30 390 15.35 105 4.13 227 8.94 21.50 47.3

GT12-75FG 12 75 55 45 558 21.97 105 4.13 227 8.94 31.00 68.2

GT12-85FG 12 85 73 54 395 15.55 105 4.13 270 10.63 31.00 68.2

GT12-100FG 12 100 80 56 558 21.97 125 4.92 227 8.94 39.00 85.8

GT12-105FG 12 105 82 58 511 20.12 110 4.33 238 9.37 34.00 74.8

GT12-125FG 12 125 105 83 558 21.97 125 4.92 270 10.63 49.00 107.8

GT12-150FG 12 150 120 85 558 21.97 125 4.92 310 12.20 57.00 125.4

GT12-155FG 12 155 124 88 558 21.97 124 4.88 283 11.14 54.00 118.8
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C10 C3 C1
L W H

Specifications

(mm) (in) (mm) (in) (mm) (in) (mm) (in) (Kg) (Ib)

GT12-50FA 12 50 277 10.91 105 4.13 222 8.74 222 8.74 20.00 44.0

GT12-80FA 12 80 394 15.51 109 4.29 285 11.22 285 11.22 31.00 68.2

GT12-100FA 12 100 394 15.51 109 4.29 285 11.22 285 11.22 34.50 75.9

GT12-120FA 12 120 550 21.65 109 4.29 287 11.30 287 11.30 43.80 96.4

GT12-125FA 12 125 420 16.54 175 6.89 237 9.33 237 9.33 41.00 90.2

GT12-155FA 12 155 551 21.69 109 4.29 287 11.30 285 11.22 49.50 108.9

Weight Approx(kg)
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GT12-26NDF 12 26 21.5 16.9 250 9.84 97 3.82 146.5 5.77 9.30 20.5

GT12-50NDF 12 50 40.2 31.5 390 15.35 105 4.13 200 7.87 21.00 46.2

GT12-50F 12 52 37.5 30 390 15.35 105 4.13 227 8.94 21.50 47.3

GT12-85F 12 86 73 54.9 395 15.55 105 4.13 270 10.63 31.00 68.2

GT12-85NDF 12 85 70.2 55.5 390 15.35 105 4.13 270 10.63 31.00 68.2

GT12-95TF 12 95 80.1 65 390 15.35 105 4.13 270 10.63 31.00 68.2

GT12-100F 12 100 81.6 58 558 21.97 125 4.92 227 8.94 39.00 85.8

GT12-100NDF 12 100 82.5 65.3 390 15.35 105 4.13 287 11.30 33.50 73.7

GT12-100TF 12 100 82.5 65.3 390 15.35 105 4.13 287 11.30 33.50 73.7

GT12-100NTF 12 100 82.5 65.3 395 15.55 108 4.25 287 11.30 32.00 70.4

GT12-100ICS 12 100 82.5 65.3 390 15.35 108 4.25 287 11.30 35.00 77.0

GT12-105F 12 105 84 59 511 20.12 110 4.33 238 9.37 34.00 74.8

GT12-125F 12 125 105.9 83 558 21.97 125 4.92 270 10.63 49.00 107.8

GT12-125NDF 12 125 93.5 74 558 21.97 125 4.92 270 10.63 45.00 99.0

GT12-150F 12 150 120.6 85 558 21.97 125 4.92 310 12.20 53.00 116.6

GT12-150FM 12 151 120.6 85 558 21.97 125 4.92 310 12.20 59.00 129.8

GT12-155F 12 155 124.8 88 558 21.97 124 4.88 283 11.14 54.00 118.8

GT12-155NDF 12 155 115 91.6 558 21.97 124 4.88 283 11.14 52.50 115.5

GT12-170F 12 170 136.5 99 558 21.97 124 4.88 310 12.20 57.00 125.4

GT12-180NDF 12 180 149.4 118 558 21.97 125 4.92 316 12.44 60.00 132.0

GT12-190NDF 12 190 157.8 125 558 21.97 125 4.92 316 12.44 60.50 133.1
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