LINEAR PERFORMANCE WARRANTY

100%

97%

395-415w

(Super-efficiency half-cell Modules)
Assembled with the advanced half-cell technology offer
the advantages of higher power output, reduced series
resistance loss, and lower risk of hot spot. In order to 9BB cell design
meet the Clients' requirements of best quality and OBB Smallerelectriccurrent,less CTM loss

efficiency. Lowerrisk of hotspot

1 44 I I Y ISO9001:2015&ISO14001
Ce S -y management systems

Half-cut cell modules

IEC61215&IEC61730
standard quality

Wind load uoto3800Pa
Snow load up to 5400Pa

0-5W positive powersorting

Stable performance under
weak light conditions

254008 25-year powerwarranty
Jazsan 12-year productwarranty
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MONO 395-415w 144 cells 9BB

ELECTRICAL
PARAMETERS

STC HMWOLT STC MOCT

Maximum Power (Pmax) A00W

297W 405W

301W

o], LRV AT he ARG I 4947V 4599V 49.85V 46.26Y  50.34V 46.53V

4100 205W

50.77V 4

415W.  309W

5125V 47.05V

Shart Clrcuit Current (Isc) 10.294 8224  10.33A a.294A 10.35A 8.35A

10.38A B8.41A

10,408 8.47A

Ml Ll UGl 603 37,71V 4124V 37.93V 4154V 3405V

{Vmpp)

Current at Maximum Power

23 104
{impp) 9.65A T.77A 970A 7.33A 9.75A J.89A

41.84Y 38.36Y

9804 7.954

4213V 38.58Y

9.85A B.01A

Module Effici 19.63% 19.88% 20.13%

20.38%

20.63%

STC: Irradiance 1000W/m?=, cell temperature 25'C, AM1.5G
NOCT: Irradiance BOOW/m?, ambient tamperature 20°C,
wind speed 1m/s, AM1.5G

Packing Configuration

Container 20'GP 40'HO
Plecesperpallet _________________________________ e
Palletspercontalner ........................ b s
""F"-i'é&;ﬁ'é'rméaﬁ't'é-iﬁ e R g e
el MENG, i s sz

No.of Cell 144(6x24)

D|men5|on5 ......................... 2008X 10 02X40mm ........................
WEIth .................................. 220kgs .............................................
F ro n t ...................................... 32mmtempered . glass ...................
“Frame Anodized aluminiumalloy
JunctionBox Ip68 rated(3 by pass diodes)
.................................................... 40mm2

QutputCables symmetrical length

300mm .............................................
Connectors MC4compatible

2008

4-8*8

4 Drainage holes

16-8%3
16 Drainage holes

5-9%14

Operating Module Temperature

Curmentin)

1234358 743101112

g Mounting holes

2-F4mm

Grounding holes

1300
2008

1002
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