
330W 245W

41.05V 39.01V

10.33A 8.10A

33.67V 32.03V

9.80A 7.65A

STC NOCT

19.98%

GAP-330M

STC NOCT

310W 229W

39.80V 37.28V

10.05A 7.94A

32.56V 30.57V

9.52A 7.49A

18.77%

GAP-315M

STC NOCT

315W 233W

40.12V 37.72V

10.12A 7.98A

32.85V 30.94V

9.59A 7.53A

19.08%

40.43V 38.15V

33.13V 31.31V

GAP-320M

STC NOCT

320W 237W

10.19A 8.02A

9.66A 7.57A

19.38%

GAP-325M

STC NOCT

325W 241W

40.74V 38.59V

10.26A 8.06A

33.40V 31.67V

9.73A 7.61A

19.68%

275W 204W

38.27V 36.03V

9.37A 7.41A

30.88V 29.39V

8.91A 6.94A

16.65%

GAP-280P

280W 208W

38.57V 36.32V

9.45A 7.49A

31.15V 29.63V

8.99A 7.02A

16.96%

GAP-285P

285W 212W

38.84V 36.59V

9.54A 7.57A

31.39V 29.86V

9.08A 7.10A

17.26%

39.14V 36.86V

31.66V 30.08V

GAP-290P

290W 216W

9.62A 7.65A

9.16A 7.18A

17.56%

GAP-295P

295W 220W

39.41V 37.13V

9.71A 7.73A

31.90V 30.30V

9.25A 7.26A

17.86%

STC NOCT STC NOCT STC NOCT STC NOCT STC NOCT

AKADEMİ

GAPSUN POLY Standart

GAPSUN MONO Standart

Industry Standart
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AKADEMİ
GAP-310M

GAP-275P

GAP-275P/I-V GAP-300M/I-V
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AKADEMİ series (Super-efficiency Half-Cell Modules)
Assembled with the advanced half-cell technology offer the 
advantages of higher power output, reduced series resistance 
loss, and lower risk of hot spot. In order to meet the Clients 
requirements of best quality and efficiency.


