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Data Sheet 

Reliable Quality 
•  Positive power tolerance: 0~5W

e 100% EL double-inspection ensures modules 

are defects free 

Reliable Quality 

e 12-year product warranty 

• 30-year linear power output warranty
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•  Shipped upright to reduce micro-cracks in 

cells



300W - 320W 
Black Monocrystalline 60 cells I American Made 

- 39.2Sin(997mm) -
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Power Tolerance 

Module Effieciency 

ax um Po er Cu ent(lmp) 

ax um Po er Volata e (V 

Short Circuit Curre t (lsc) 

Op n Circuit Voltag ( Voe) 

S. 0.35•0.SSin 
Installing Hole 

p) 

8-0.31"'0.12 
Vent Hole 

0~+5W 

18.24% 

9.33 A 

32.25V 

9.78A 

39.82V 

1.57in 40mm 

0~+5W 

18.54% 

9.44A 

32.35V 

9.89A 

39. 8V 

Va ues at Standard Test Conditions STC (Air Mass A 1.5, Irradiance 1 00 

Mechanical Characteristics 

Cell Type 

Glass 

Frame 

Junction Box 

Dimension 

Output Cable 

Weight 

Installat10n Hole 
Locat10n 

Mono crystalline 6 mch, 60 (6xl0) pcs in series 

High Transmission, Low Iron, Tempered Glass 

Anodized Alummum Alloy 

IP65/IP67 Rates, with Bypass D10des 

*64.96x 39.25 x 1.57 in. (1650 x 997 x 40mm)

4mm (EU)/12AWG(US), 39.37m (1000mm) 

42.Blbs (19.4kg)

See Drawmg Above 
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18.84% 
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1 .lA 

40.lV

2, Cell Te 

0~+5W 

19.15% 

967 

32.58V 

10.21 A 

.22V 

peratures 25°C 
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0~+5W 

19.45% 

9.78A 

32.72V 

10.32 A 

40.34V 

1.38in(35mm) 
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Characteristics 

Temperature Coefficient of Voe 

Temperature Coefficient of Isc 

Temperature Coefficient of Pmax 

Nommal Operating Cell Temperatur (NOCT) 

Module Fue Performance 

VoltageM 

0 33%/°C 

0 035%/°C 

-0.47%/°C

45±2° 

Type 2 

Static Snow Load 5400 Pa / 113 psf 

Static Wmd Load 2400 Pa / 50 psf 

Maximum System Voltage lO00 VDC 
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