CORTEX

Cortex Poly Series

320-325-330-335-340W
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B Ideal for large scale installations

 High power footprint reduces installation time and BOS costs
* 1000V UL/M000V IEC certified

I One of the industry’s most trusted modules

* Field proven performance
* Strong, reliable supplier

! Highly reliable due to stringent quality control

 Over 30 in-house tests (UV, TC, HF, and many more)
* In-house testing goes well beyond certi cation requirements
* PID resistant

*100% EL double inspection

ﬁ Certified to withstand challenging
environmental conditions

¢ 2400 Pa wind load
*5400 Pa snow load
* 35 mm hail stones at 97 km/h
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CORTEX "

320-340W

ELECTRICAL DATA(STC)
DIMENSIONS OF PV MODULE(mm/inches)

Part Number OP320P72 OP325P72 OP330P72 OP335P72 OP340P72

950/37.4
947/37.3

Power Output Tolerance- Pwax(W) 0~ +5
ncton Box Maximum Power Voltage- Vwee(V) 37.° 37.4 37.6
Nameplate Il Onen Circitt \inlkane A aat\) AE B | AE Q 4E 0
STC: Irradiance 1000 W/m?, Cell Temperature 25°C, Air Mass AM1.5
* Measuring tolerance: £3%
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ELECTRICAL DATA(NOCT)
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L 4-@7x10 o1
Installing Hole

MaximunPower-Pmax(Wp) 237 241 245 249 252

Short Circuit Current-Isc(A) 7.39 7.42 7.49 7.55 7.60

4-0 9x14
Installing Hole

6-04.3
Grounding Hole
12-Drain Hole \[
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k [ 180/7.1] NMOT:Irradiance at 800W/m?,Ambient Temperature 20°C,Wind Speed 1m/s.
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MECHANICAL DATA

11/0.43 Silicon Sealant Solar Cells Multicrystalline 156 x 156 mm (6 inches), 4BBMuilticrystalline

Laminate

Module Dimensions 1960 x 992 x 40 mm (77.2 x 39.1 x 1.57 inches)

40/1.57

Frame

Glass 3.2 mm (0.13 inches), High Transmission, AR Coated Tempered Glass

35/1.38
(A-A)

Frame Silver Anodized Aluminium Alloy

I-V CURVES OF PV MODULE(335W) Cables Photovoltaic Technology Cable 4.0mm? (0.006 inches?),

1200 mm (47.2 inches)

100 —1500w/me
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Fire Type Type1 or Type 2

6.0 | B600W/m=
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40 | 400W/m? NAL
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\\\\\ NOCT (Nominal Operating Cell Temperature)
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Current (A)

44°C(x2°C) Operational Temperature -40 ~ +85°C

0 10 20 0
Voltage(V)

P-V CURVES OF PV MODULE(335W) Temperature Coefficient of Voc -0.32%I°C

350

Max Series Fuse Rating 15A

1000/ m*=

B80QWA4Y? (Do not connect Fuse in Combiner Box with two or more strings

in parallel connection)
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50 15 year Product Workmanship Warranty Modules per box:27 pieces

o \ WARRANTY PACKAGING CONFIGURATION

(Please refer to product warranty for details)

CAUTION:READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT.
: ® @2020 Omnis Power USA Inc. All rights reserved.Specifications included in this datasheet are subject
OMNISPOWER" oot
Version Number: OP_EN_2020_GLOBAL_01
POWER THE FUTURE Country of Origin: China
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