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190μm ± 30μm

5 bus bars (silver), width 0.7mm, 106 finger grids, Blue
anti-reflecting coating(silicon nitride) 

Wide soldering pads (silver)1.8mm, 5 bus bars (aluminum), 160 
finger grids(aluminum), Blue anti-reflecting coating (silicon nitride)

158.75mm x 158.75mm ± 0.25mm
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Electrical Performance

4.30 0.571 7.519 0.671 7.877>17.0%

4.22 0.570 7.407 0.671 7.74616.5%-17.0%

4.10 0.568 7.225 0.666 7.59016.0%-16.5%

4.00 0.564 7.083 0.658 7.518<16.0%

Efficiency (%)  Pmpp(W) Vmpp(V) Impp(A) Voc(V) Isc(A)

Back Efficiency Distribution
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Light Intensity CharacteristicAppearance

*Standard Test Condition 1000W/m2, AM1.5, 250C

*Standard Test Condition 1000W/m2, AM1.5, 250C

Mono 5BB Solar Cell 158.75 Bifacial

Dimension

Thickness

Front(-)

Rear(+)

Temperature Coefficient

+0.06%/K
-0.36%/K

-0.36%/KTkVoltage
TKCurrent
TkPower

 Back IV Curve  Front IV Curve 
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