RS200M(B)-72 APV

®RST190M(B)-72 RUNDA SOLAR
® RS195M(B)-72
® RS205M(B)

® RS210M(B)

i Jiangsu Runda PV Co.,Ltd.
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100% Runda's linear performance warranty
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Material&Craft 90% output 80% output
80% Quality Power Power
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High Module Efficiency

Salt Mist Corrosion Protect
Ammonia Resistance

Jiangsu Runda PV Co.,Ltd.
TEL : +86-0510-86926600 FAX: +86-0510-86926601
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RS200M(B)-72 0PV

®RS190M(B)-72 RUNDA SOLAR
® RST95M(B)-72 Jiangsu Runda PV Co.,Ltd.
® RS205M(B)-72

® RS210M(B)-72

Electrical Characteristics

TYPE RS190M-72  RS195M-72 RS200M-72 RS205M-72 RS210M-72
_______POWEROuUTPUT 10 1% 200 205 210
STC _MAXPOWER TOLERANCE | o-sw 0-sw o-sw 05w 0-sw
100§V\|//M MODULE EFFICIENCY (%) 14.9 15.3 15.7 16.1 16.4
Module T e e
Temperature . YOLTAGEMPPVmpp : 62 367 82 374 3879
25°C _ CURRENT MPPImpp (A) 526 %82 53 548 554
AMAS VOLTAGEOPENCIRCUITVoc 450 453 457 459 460
SHORT CIRCUIT CURRENT Isc (A) 5.64 5.70 5.77 5.83 5.90
NOCT o] POWEROUTPUT 1438 1476 1514 1552 - 1589
800W/M™  VOLTAGEMPPVmpp (V) 24 828 33 35 340
Environment CURRENT MPP Impp (A) 4.44 4.49 4.54 4.63 4.68
LS00 o= L U1 el
20°C VOLTAGE OPEN CIRCUIT Voc (V) 441 414 418 419 420
AMLS SHORT CIRCUIT CURRENTIsc (A) 480 485 401 496 502
TEMPERATURE COEFFICIENTS Isc ~ (%/°*¢) 0050
TEMPERATURE COEFFICIENTS Voc ~ (%/°¢) -0.334
TEMPERATURE COEFFICIENTS Pmpp (% /°¢) -0.445
NOCT (O 4sx2°Cc
Mechanical Data Working Conditions
DIMENSIONSOF MODULE 1580*808*40mm ~  MAXSYSTEM VOLTAGE (VDO) 1000V
WEIGHT(Kg) 15.5 SERIES FUSERATING ~  10A
CABLE TUV Certified 4mm’ _~ MECHANICALLOAD  >5400Pa
GLASS ] High transmission glass 3.2mm__  OPERATING TEMPERATURE (°C) - -40~+85
JUNCTIONBOX _ 3Bypass-Diode . APPLICATION CLASS A
TYPE OF CONNECTOR Compatible with MC 4 plug -V CURVES
PaCkag I ng Conflg u ratlon ; PV MODULE:RUNDA,RS200M-72
T _ T I T I T I T
Loading Capacity 312 pcs/20GP Cells temp=25t
”””””””””””””””””””””””””””””””””””””””””””””””” 6 INCIDENTIRRAD.= 1000W/M2
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 840 pcs/40HC i
5 INCIDENTIRRAD.=800W/M2
=4}
g | INCIDENT IRRAD.=600W/M2
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A | INCIDENT IRRAD.=400W/M2
Contact Information =
i INCIDENT IRRAD.=200W/M2
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