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®RS250M6(B)-60 RUNDA SOLAR

® RS255M6(B)-60 Jiangsu Runda PV Co.,Ltd.
® RS265M6(B)-60
® RS270M6(B)-60
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100% Runda's linear performance warranty

97%
o 10 12 25
Years Years Years
Material&Craft 90% output 80% output
80% Quality Power Power
0% : - : ' ' assurance guarantee guarantee
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Certification

High Module Efficiency

Salt Mist Corrosion Protect
Ammonia Resistance

Jiangsu Runda PV Co.,Ltd.

TEL : +86-0510-86926600 FAX: +86-0510-86926601
WEB: www.rundapv.com E-MAIL: sales@rundapv.com
ADD : Beishan Road 9,Gushan,Jiangyin City,Jiangsu Province,P.R.China
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RS260M6(B)-60 Q'DIDV

®RS250M6(B)-60 RUNDA SOLAR
® RS255M6(B)-60 .
(B) Jiangsu Runda PV Co. Ltd.
® RS265M6(B)-60
® RS270M6(B)-60 . o
Electrical Characteristics
TYPE RS250M6-60 RS255M6-60 RS260M6-60 RS265M6-60 RS270M6-60
____POWEROQUTPUT 250 255 260 25 210
sTC _MAXPOWER TOLERANCE _ 0-5W  0-5W 0-5W 05w 0-5W
ﬁﬂoog\’lv/ M MODULEEFFICIENCY (%) 154 157 160 163 166
(o] e
Temperature VOLTAGEMPPVmpp 3038 3054 3070 3081 3086
25°C ___CURRENTMPPImpp (A) 823 835 847 860 875
AMLS T \OLTAGE OPEN CIRCUIT Voo s7.92 3810 3833 3860 3896
SHORT CIRCUIT CURRENT Isc (A) 8.63 8.70 8.83 8.95 9.09
R — POWEROUTPUT 189.23 193.01 19679 20058 20436
800W/M°  VOLTAGEMPPVmpp (V) 2721 2736 2750 2760 . 2764
Environment CURRENT MPP Impp (A) 6.95 7.06 7.16 7.27 7.39
Temperature \;mi—acc MbDEN Bl T Ve e AN a4 2a A e mE o e e e
20°C __VOLTAGE OPEN CIRCUIT Voc (V) 34.63 3479 35.00 35.25 . 35.58
A.M.1.5 _SHORT CIRCUIT CURRENT Isc (A)  7.34 r.40 ey .62 T4
TEMPERATURE COEFFICIENTS Isc (% /°C) 0.050
TEMPERATURE COEFFICIENTS Voc (% /°C) 0334
TEMPERATURE COEFFICIENTS Pmpp (%./°C) 0445
NOCT Q) 45£2C
Mechanical Data Working Conditions
DIMENSIONSOF MODULE  1640*992*40mm  MAXSYSTEM VOLTAGE (VDC) ¢ 1000V
WEIGHT(Kg) 20.0 SERIES FUSERATING ~ ~  15A
CABLE TUV Certified 4mm’ ~ MECHANICALLOAD . >5400Pa
GLASS ~ Hightransmissionglass3.2mm  OPERATING TEMPERATURE (*C) ~  -40~+85
JUNCTION BOX 3 Bypass-Diode APPLICATION CLASS A

TYPE OF CONNECTOR Compatible with MC 4 plug(GF20,Renhe)
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Pac ka ging C on fl gura tion PV MODULE:RUNDA,RS250M6-60
. . | Cells temp=25C
Loading Capacity 312 pcs/20GP 10 )
"""""""""""""""""""""""""""""""" 784pcs/4OHC | INCIDENT IRRAD.=1000W/M 250W
77777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777 ® I INCIDENT IRRAD. = 800W/M?
%6 — INCIDENT IRRAD. = 600W/M3
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| INCIDENT IRRAD.=400W/M?
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TEL : +86-0510-86926600 FAX: +86-0510-86926601
WEB: www.rundapv.com E-MAIL: sales@rundapv.com
ADD : Beishan Road 9,Gushan,Jiangyin City,Jiangsu Province,P.R.China

Jiangsu Runda PV Co.,Ltd.
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