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LINEAR WARRANTY

* 10-year warranty on maternals and workmanship

Industry standard

e 25-year warranty > 80% power output

* 3% degradation rate the first year

% yearly linear degradation
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Values at standard test condition STC: air mass AM 1.5,

ELECTRICAL DATA @ STC irradiance 1000W/m?, cells temperature 25C.
Module Type LW6M60-305 LW6M60-300 LW6M60-295 LW6M60-290 LW6M60-285
Peak Power_Pmax w 305(+3%) 300(%3%) 295(%3%) 290(+3%) 285(%3%)
Power tolerance_APmax W 0,45
Voltage at Pmax_Vmpp v 32.80 32.58 32.35 32.12 31.92
Current at Pmax_Impp A 9.30 9-21 9-12 9.03 8.93
Open Circuit Voltage_Voc \Y 39.50(%3%) 39.28(+3%) 39.02(+3%) 38.82(+3%) 38.62(+3%)
Short Circuit Current_lsc A 9.85(+3%) 9.75(£3%) 9.66(+3%) 9.58(+3%) 9.48(£3%)
Module Efficiency_n 18.67% 18.37% 18.06% 17.75% 17.45%
Nominal operating cell temperature NOCT: iradiance 800W/m?,

ELECTRICAL DATA @ NOCT ambient temperature 20 C, wind speed 1m/s.
Module Type LW6M60-305 LW6M60-300 LW6M60-295 LW6M60-290 LW6M60-285
Peak Power_Pmax Y 226.95 223.25 219.50 215.79 212.07
Voltage at Pmax_Vmpp \Y% 30.70 30.49 30.27 30.06 29.87
Current at Pmax_Impp A 739 7.32 7.25 718 7.10
Open Circuit Voltage_Voc \Y 36.98 36.77 36.53 36.34 36.15
Short Circuit Current_lsc A 7.93 7.85 7.78 7.71 7.63

TEMPERATURE RATING A
Nominal operating cell temperature (NOCT) @ 452 U"'fmm
Temperature Coefficient of Pmax %] C -0.410
Temperature Coefficient of Isc % C 0.059 w:l \ .
Temperature Coefficient of Voc % C -0.330 3

MAXIMUM RATING N v 1T
Max. System Voltage 1500Vdc
Operating Temperature -40~+85C
Max. Series Fuse Rating 15A
Max. Reverse Current 15A

Max. Mechanical load

3600Pa (downward) / 1600Pa (upward). ym=1.5

CONSTRUCTION MATERIALS

Solar cells 60 mono - silicon cells, 156.75mm*156.75mm
Glass 3.2mm low-iron tempered glass
Encapsulant ethylene vinyl acetate(EVA)

Frame anodized aluminium alloy(Silver)
Junction Box >|P67 rated, 3/6 diodes

Cable 4mm? PV cable, 900mm  (according to customer's requirement)

Installation method

clamp mounting,
see installation manual for more
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Connector
Manufacture Type
Zhejiang Renhe Photovoltaic 05-8
Technology Co.,Ltd.
GENERAL DATA
Module Dimension(LxWxH) 1650%x990x40mm
Weight 19.0kg
PACKING
Modules per pallet 26
Pallets per 40" container 28
Packing box dimension(LxWxH) 1700x1120x1160mMm
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