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290-310 Watt | MONO CRYSTALLINE MODULE
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OZELLIKLER / SPECIFICATIONS
290w 295W 300w 305W 310W
Model Type
STC | NOCT STC NOCT STC NOCT STC NOCT STC NOCT
it T T R () 290W 215W | 295W 219W | 300W 222W | 305W 226W | 310W |230W
Nominal Giig Voltaji / Maximum Power Voltage (Vmp) 32,7V | 30,3V | 329y | 30,5V 33,1V | 30,6V 33,3V 30,8V | 335V 31,0V
Nominal Giig Akimi / Maximum Power Current (Imp) 8.87A| 7.09A| 897A | 71A7A| 907A| 725A] 916A | 7.32A| 926A | 7.40A
Agtk Devre Voltaji / Open Circuit Voltage (Voc) 39,7V | 37,5V | 39,9V | 37,7V | 401V | 37,9V | 40,3V | 381V | 405V | 38,3V
Kisa Devre Akimi / Short Circuit Current (Isc) 948A 7,66A | 958Al 774A| 968A| 7.82Al 978A| 790A| 988A | 7.98A
Modiil Verimliligi / Module Efficiency STC 17,4% 17,7% 18,0% 18,3% 18,6%
Galisma Sicakligi / Operating Temperature -40 °C/ +85 °C
Max. Sistem Voltaji / Max. System Voltage 1.000 V
Max. Diyot Akimi / Max. Reverse Current 15A
Gii¢ Toleransi / Power Tolorance 0~ +5%
Sicaklik Katsayisi / Temperature Coefficient (Pmax) -0,43% / °C
Sicaklik Katsayisi / Temperature Coefficient (Vmax) -0,32% / °C
Sicaklik Katsayisi / Temperature Coefficient (Isc) +0,05% / °C
Isinim 1.000 W/m? Hiicre Sicakligi 25 °C
sTC iadiance 1,000 W/m? Cell Temperature 25 &> AM=15 ——
1-%. . qugar Hizi 1 m/s
Isinim 800 W/m? i 8190 © ¢ Wind Speed T m/s
NOCT = diance 800 W/m? E Hiicre Sicakhigi 20 °C & AM=15

Cell Temperature 20 °

Hiicre Tipi / Cell Type Mono-Crystalline 156,75x156,75 Mm

Baglanti Kutusu / Junction Box
Gikis Kablosu / Output Cable

IP 65/ IP 67 Rated, with Bypass Diodes

4 mm2 (EU) / 12 AWG (US), 1000 Mm

YUKLEME DETAYLARI / PACKING DETAILS

Modiil Boyutu / Dimensions 1647 x 992 x 35 Mm (1)
Konteyner / Container 20'GP 40'GP| 40'HC
1 Paletteki Uriin Sayisi / Module Per Pallets 30 30 30

1 Konteynerdeki Palet Sayisi / Pallets Per Container 10 26 28

1 Konterynerdeki Modiil Sayisi / Module Per Container 300 780 840

Curent (A)

Hiicre Sayisi / No. Of Cells 60 (6x10) §
Olgiiler / Dimensions 1647 x 992 x 35 Mm (+1) * [ ooy
Agirlik / Weight 18,5 Kg

AM 1.5, Module Temperatuse 25°C
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MEKANIK OZELLIKLER / MECHANICAL CHARACTERISTICS

AM 1.5, 1000Wm"

* Drawing Only For Reference / Gizimler sadece referans amaghidr.

All rights reserved by SOLONN. Design and specifications are subject to change without prior notice.
Biitiin haklart SOLONN A.S.'ye ait olup, SOLONN iiriinler iizerinde her tiirlii degisikligi haber vermeden yapma hakkina sahiptir
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