PRODUCT INTRO

BfMd Series

MONO CRYSTALLINE SOLAR MODULE
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QUALITY GUARANTEED

@ Linear output power guaranteed
@ 10 years product warranty
@ 25 years linear power output
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Strong Load Capacity Reliable quality

Higher Weatherproof Rating

Module is capable to wi
2400Pa wind load

on rating to

Snow loads.

Current-Voltage & Power-Voltage Curve
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4 MODULE CHARACTERISTICS

GEP-BfMd585M GEP-BfMd590M  GEP-BfMd595M GEP-BfMd600M  GEP-BfMd605M

Moddis GEP-BfMd585MH GEP-BfMd590MH GEP-BfMd595MH GEP-BfMd600MH GEP-BfMd605MH
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4 MECHANICAL CHARACTERISTICS

Solar Cell 210x105mm 12 Mono crystalline 210x105mm 12BB
CNamberofesls 0(ex20)
CDimesors 2172x1303x35mm ( 85.51x61.90x1 88 inches)
Cweet sookg G8120bs)

Front Glass 3.2mm (0.13 inches) front glass

Frame Anodized aluminum alloy

Junction Box IP68 rated

Cable 4mm? solar cable 300mm (11 81inches) Customized Length
Bkt MO4 PVXTIONI/24S-abede
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STC: irradiance 1000 W/m?, module temperature25°C, AM=1.5;Tolerance of Pmax is within +/- 3%.
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