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®RS135P-36 RUNDA SOLaR
® RS140P-36 Jiangsu Runda PV Co.,Ltd.
® RS150P-36
® RS155P-36
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RS145P-36 QIDDV

©® R5140P-36 Jiangsu Runda PV Co.,Ltd.
® RS150P-36
® RS155P-36 _ o
Electrical Characteristics
TYPE RS135P-36 RS140P-36 RS145P-36 RS150P-36 RS155P-36
,,,,,,,,,, POWEROUTPUT 185 140 145 150 185
STC __MAXPOWER TOLERANCE _ 0-5W 0-5W 0-5W 0-5W . 0-5W
i/IOO(?V\II/M MODULE EFFICIENCY (%) 13.5 14.0 14.5 15.0 15.5
[0 1@ 0
Temperature  VOLTAGEMPPVmpp 1742 4772 1801 18.34 1867
25C CURRENT MPPImpp (A) IS 790 805 1 8.18 830
AVES T VOLTAGE OPEN CIRCUITVOE 2218 2240 2260 2281 2303
SHORT CIRCUIT CURRENT Isc (A) 8.29 8.46 8.67 8.81 8.92
POWER OUTPUT 102.22 106.01 109.80 113.58 117.37
NOCT T T T
80OW/M’  woeeeee. VOLTAGEMPP Vmpp (V) 1588 1616 1642 1672 17.02
Environment __ CURRENTMPPImpp (A) = 644 | 6.56 ... 669 ... 879 689 .
;%'!&perat“ '® VOLTAGE OPEN CIRCUIT Voc (V) 2013 2035 . 2058 2072 2092
AM.1.5 _SHORT CIRCUIT CURRENT Isc (A) 7.10 725 742 7585 ] 764
TEMPERATURE COEFFICIENTS Isc e/Q 0088
TEMPERATURE COEFFICIENTS Voc (/O -0.352
TEMPERATURE COEFFICIENTS Pmpp (% /°C) 0442
NOCT Q) 45¢2C
Mechanical Data Working Conditions
DIMENSIONSOF MODULE ~ 1482*676*40mm  MAXSYSTEM VOLTAGE (VDO) 1000V
WEIGHTKg) 120 . SERIES FUSERATING  ___15A
CABLE TUV Certified 4mm’  MECHANICALLOAD  >5400Pa
GLASS ~ Hightransmissionglass3.2mm  OPERATING TEMPERATURE(°C)  -40~+85
JUNCTIONBOX 3Bypass-Diode APPLICATION CLASS . .. A
TYPE OF CONNECTOR Compatible with MC 4 plug -V C U RVES
Packaging Configuration
10 PV MODULE:RUNDA,RS140P-36
Loading Capacity 300 pcs/20GP Cells temp=25¢C
77777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777 B INCIDENT IRRAD.=1000W/M ?
... 750pcs/4OHC =
E = INCIDENTIRRAD.=800W/M2
ol

INCIDENT IRRAD.=600W/M?

41— INCIDENT IRRAD. = 400W/M?

Contact Information

2= INCIDENT IRRAD.=200W/M?

0 | \
0 10 15

30

voltage[V]

Jiangsu Runda PV Co.,Ltd.

TEL : +86-0510-86926600 FAX: +86-0510-86926601 ID DV ©
WEB: www.rundapv.com E-MAIL: sales@rundapv.com
ADD : Beishan Road 9,Gushan,Jiangyin City,Jiangsu Province,P.R.China RuUNDa SOLaR

& 2 [ o ¥ o 1 ] E /_\
i e T AS/NZS 5033 A
- i PV CYCLE
G DSE | Jpee| i mE B —

British Standards cHuEa



