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4 ] = R .
AFES IhEEE FEESZSE (STC) / Front Electrical Parameter(STC)
= Model of PV Module Power Range
HH CETC-xxxMB/60 | 300-320W E&/Model 300M 305M 310M 315M 320M
. . . RAINE/Maximum power 300 305 310 315 320
Monocrystalline Bifacial Double-glass BHRY (om)
M d I (60 C ” ) T {Es=EBE/Working point voltage 32.10 32.24 32.44 32.64 32.84
odule ells —
T e e e T {Es=H3%/Working point current 9.35 9.46 9.56 9.65 9.74
FFE&EEE/Open circuit voltage 39.10 39.30 39.50 39.70 39.90
3 0 O - 3 2 OW 1 [_M"I“" [_—'"] ____]:__...._ 48 #& FE 7t/ Short circuit current 9.66 974 9.82 9.90 998
N 7 T T T AR /PV module efficiency 18.24% 18.54% 18.85% 19.15% 46%
EHUHZIII}J$ / Output power 19.46%
REMIR S AF/Standard test conditions (RSREAM1.5, GRRET000W/n, ittiRE25C )
© Atmospheric quality Am1.5, Irradiance 1000w/, Cell Temperature 25C
@ NERRLINRRRARNRRIRERRINNRRIIRERE
1 9 460/ EHHEBSZSE (STC) / Rear Electrical Parameter(STC)
® o B S /Model 300M 305M 310M 315M 320M
1= R— s 5773 . . TN T T T T
Eiﬁxiz / MaXImum efﬁCIGnCy [ I [ ] I B AINE/Maximum power 213.97 217.53 221.10 224.66 228.23
T {EREE/Working point voltage 32.36 32,52 32.70 32.92 33.14
T {E A/ Working point current 6.61 6.69 6.76 6.82 6.89
~ =4 |
% FFE&ELE/Open circuit voltage 38.60 38.80 39.00 39.20 39.40
BB 28/N Power tolerance — R e —
sz = / F2BRE I/ Short circuit current 6.83 6.89 6.94 7.00 7.06
EZT R EFREEESHA R RIE—RAY, DAEEATFENASR, R AEEEAMFELRA.
@ ;}-!-L PI D1% _IE / P|D R . ¢ t G t The Electrical performance parameters are neither just referred to one PV panel, nor are a part of the contract; They are only used as reference.
esistan uarantee
o . R PG R RN IR IR 1T S BRPID XU . HAMB L / Mechanical Parameters
@EE’\]F [u]n| *I:I {Zk,%'LIE:E; Strict selection of encapsulation materials and without frame design eliminates PID risk.
N . . AR / Module size 1658*992*6mm
Comprehensive product certification and
system certification = =& .
Y @ I% u&ﬁﬁ / High Returns EEth &% / Number of solar cells 60k (6%10)
IEC 61215 |EC 61730 N S e
ey ) BHEREIIINRE, RSN, BE / Weight 24Kg 5%
IEC TS 62804(#71PID/PD Resistant
— . . Provide additional power generation on the rear to increase return on investment. & 88z 1842 / Junction Box P67, 3ZMCA
IEC 62716(fif&=./Ammonia Corrosion) = .
IEC 61701(/iy#:Z5/Salt Spray Corrosion) = %ﬁi / Long Lif ArFHI-Vin s £#5 / Cables 4mm?, £4€300mm (AT / Customizable)
Ry A ong ife 1-V Curves of PV Module
[EC TS 62941(JRFRIKZR/ =) A
. ( A= N [ a U | e BUHRIEES / Front plate glass 32mm, #BA, FRSIENTIRES/3.2mmUltra white&Minus reflection film toughened glass
PV quality Management System) SOELMRR, BROEERME, BFHRAUN. | I
ISO9001:2015(FREETIRRE / 30-vyear linear warranty, lower power attenuation rate, increased return on investment. R3S /Rear plate glass 25mm, 4RACIEEE/25mm, semi-toughened glass
Quality Management System)
g EE FES#5ETT / Static load on the front 5400Pa
|SOj4OO1(%iRE.iE{ZL‘§/ a /B /83 / Self Cleaning
Environmental Management System) R . N . . P . N TEESSEHT / Static load on the back 2400Pa
OHSAST8001 (AR ER S ZIBh R/ 5. FIRARBEERA, RIPESWE TRENINERRL.,
. > Eay=) R
. Excellent and reliable glass coating technology to ensure stable power output in severe
Occupational Health and Safety Management System) E138i55 (Packaging&Transpart)

environment.

j— A0REEFETEH / 40HQ container transport 33 Pcs/box x 24 box = 792 Pcs
%/w!?i@i}\ = 2= . AEFHIP-VER
[
A ‘. ‘;’ \I ] 1 OE F an ,ﬁ ‘% ° 3 OE ﬁ E Ij] - {% 1E P-V Curves of PV Module 17.5%%ia% / 17.5m truck transport 33 Pcs/box x 35 box = 1155 Pcs
SR | cec/' 10 Year Product Warranty - 30 Year Linear Power Warranty e
% i, . B00F —— Incident ined. = 800 W/m2 1
85 100% —— Incldent imad. = 800 Wimz . .
B 97% |~ =k =S ] SBFESEY / Temperature Parameter RPRSEN / Maximum Ratings
/AN 0 B NMOT 45:2C LfERE 40185
g - ] Working temperature
I S O BATE(Pmax)BE R DTS
b > 100} Temperature coefficient of maximum power(Pmax) BRARKHEE IEEENES
\@/ D 0 5 Maximum system voltage
&) 1 FrE&EBE(Voc)iRE R o /%
1S09001 - T T T T Temperature coefficient of open circult voltage(Voc) ~ORIFLE
FH Year 5 5 >0 25 30 9 N . - S
1 : 0 ° B = o = fERB T (so RERY TS BARRLIERR o
B XKEFEER T AR Temperature coefficient of short circuit voltage(lsc) : Maximum fuse rated current
Red solar Occupation standard
SR AR RRHBIRA S I F2008%, MORRETEEERERASSALRR 2TERTRIRERGRAS (R50038) MAMASM, ASEED. L5 Kipg  Hht/Address: MEEKIDHRL KT HEE10255/1025, Xinkaipu Road, Tianxin District Changsha City, Hunan Province.
BMNEFEN, AEI1GWSRAGSIEETEEN, RERMES CUREIETUAERME) b, 88, SRAMYR AE"—RIAL. Changsha base fx =755/ Tel: +86 731 85380575 (EF7/Abroad) +86 731 85401416 (EIPY/Domestic)
Hunan Red Solar New Energy Science and Technology Co., Ltd. , established in 2008 and wholly—owned by CETC Electronics Equipment Group Co., Ltd. member of China Electronics Technology . ik /Address: jt?ﬁﬁéw\\Ei‘émEE—{MKF‘&U%M)—‘%%Z%G%/NO.G, Xingguang 2nd Street, Opto Mechatronics Industry Base Tongzhou District,
Group Co., Ltd. (Fortune Global 500). The company has two production bases in Changsha and Beijing, which have high-efficiency intelligent module production lines with annual production capacity of JtEEH Beiiing Cit ..
1Gw, The company is the first batch of enterprises that meet the requirements of “Photovoltaic Manufacturing Industry Specification“. The monocrystal and Polycrystal PV module are all certified as Beijing base N ling Y _ 25 26
“top runner”. BEZR AT/ Tel: +86 10 81504639 (EFR/Abroad) +86 10 81504639 (EM/Domestic) = l.




