Bam

Tin Roof Mounting System II

Technical Data

Application: Tin Roof
Miteiial Aluminum 60.05-T5 &

SUS 304 Stainless Steel
Standard: AS/NZS 1170
Max Wind Speed: | Up to 60 m/s
Snow Load: Up to 1.4 kn/m?

10 years warranty,
vvaranty: 20 years service life
Applicable Module: | Framed or Frameless
Module Orientation:| Portrait or Landscape

Rail

Rail Splice

Middle Clamp

End Clamp

Aluminum Nut & Bolt

W

Wooden screw

EPDM Pad

Art. No.: KS-MC-013

Frameless Panel Middle Clamp

80mm Length
Suitable for Panel 4-10mm

Art. No.: KS-GL-001

Ground Lug

Art. No.: KS-CC-001

Cable Clip
Stainless Steel SUS304
Suitable for 6mm Cable

Art. No.: KS-HB-001

Hanger Bolt

Stainless Steel SUS304
High Quality Rubber Pad
M10*200

Other Roof Mounting System

Components

Art. No.: KS-EC-015
Frameless Panel End Clamp

80mm Length
Suitable for Panel 4-10mm

Art. No.: KS-GC-003

Ground Clip
Stainless Steel SUS304

Art. No.: KS-BJ-001

Bonding Jumper
Customized Length

Art. No.: KS-CC-MC4

MC4 Solar Cable Connector



