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P35 

Efficient at Low Light. 

Positive Power Tolerance. 

All climate conditions. 

Withstands wind load of  
2400 Pa. 

IP67 Protection Junction 
Box. 

10 years, Product Guarantee. 

25 Years Performance  

Warrantee. 

M a d e  I n  I n d i a  

Due to continuous improvement in the product the specification may change without notice. However  one can 
visit www.olitec.in for updated module specification and manual for the product. 

P35 Series 

C-Si PV Module 
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Model 2/,��� 
3�� 

2/,��� 
3�� 

2/,��� 
3�� 

2/,��� 
3�� 

2/,��� 
3�� 

Maximum Rating Power ����: ����: ����: ����: ����: 

Module Efficiency ������� ������� ������� ������� ������� 

Open Circuit Volatage (Voc) ������9 ������9 ������9 �����9 �����9 

Maximum Power Voltage 
(Vmp) 

�����9 �����9 �����9 �����9 �����9 

Short Circuit Current (Isc) �����$ ����$ ����$ �����$ �����$ 

Maximum Power Current 
(Impp) 

�����$ �����$ �����$ �����$ �����$ 

Temperature Coefficient of Isc ���������& 

Temperature Coefficient of Voc -�������& 

Temperature Coefficient of Pmax -�������& 

Dimension �����[�����[��PP 

Weight (approx.) ���.JV 

No of Cells ��� 

Junction Box ,3������%\SDVV�GLRGH 

Cable/Connectors �PP�
���0&��0&� 

Frame $QRGL]HG�$OXPLQLXP 

Glass ����PP�+LJK�WUDQVPLVVLRQ��/RZ�LURQ�WHPSHUHG 

Operational temperature -���a�����& 

Maximum system voltage �����9'& 

Max series fuse rating ���$ 

&HUWLILFDWLRQV 

,(&��������,(&������-��-���,(&�������(G��� 

 


