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Poly Crystalline Solar Cell

155.671

Current temperature coefficient       α(Isc)           +0.05%/°C

Voltage temperature coefficient       β(Voc)         -0.33%/°C  

Power temperature coefficient         γ(Wp)          -0.42%/°C  

Standard Test Conditions:AM 1.5,1000W/m²,25°C 

MECHANICAL DATA AND DESIGN 

ELECTRICAL CHARACTERISICS(Standard Test Conditions:AM 1.5,1000W/m²,25°C)

TEMPERTURE COEFFICIENTS
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Format    156.75mm×156.75mm±0.25mm

Tickness   190(-10/+20)µm
Front(-)       0.7±0.2mm bus bars(silver),blue 

anti-reflecting coating(silicon nitride)

Back(+)       1.5±0.2mm wide sodering pads(silver), 
back surface field(aluminum)
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INTENSITY DEPENDENCEIV CURVE SPECTRAL RESPONSE

0 0.1 0.2

500W/m²

1000W/m²

0.4 0.5 0.6 0.7

Voltage(V)

Cu
rr

en
t(A

)

10.0
9.0
8.0
7.0
6.0
5.0
4.0
3.0
2.0
1.0
0.0

Voc*

1.000

0.989

0.963

0.939

0.920

re
l.S

R

300 400 500 600 700 800 900 1000 1100

Wavelength[nm]

1.0

0.8

0.6

0.4

0.2

0.0

（Units: mm）

155±0.25
31.2±0.2 31.2±0.2 31.2±0.2 31.2±0.2

0.7±0.2

10
±
0.
2

9±
0.
2

156.75±0.25

15
6.
75

±
0.
25

15
5±

0.
25

0.3

31.2±0.2 31.2±0.2 31.2±0.2
155.75±0.25

31.2±0.2

156.75±0.25

15
5.
75

±
0.
25

15
6.
75

±
0.
25

1.5±0.2

6.
38

±
0.
2

3±
0.
2

2±
0.
2




