JMP-P6-G
230W - 250W

Poly-crystalline Module

Jumao Photonics

Positive power tolerance
0~+4.,99 Watt

High module conversion efficiency
Excellent weak light performance
Withstand strong wind/snow load up to 5400 Pa

100% EL inline inspection

10-year guarantee for workmanship
12-year guarantee of max.10% loss of power

25-year guarantee of max.20% loss of power

CSA, TUV, UL1703, MCS, CEC, CE, RoHS
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With concern for global warm_ing and the vision to
provide clean and renewable energy, Jumao Photonic
Co. Ltd. (JMP) was established in 2001 by an
outstanding management team and R&D experts in
Xiamen, the most beautiful harbor city in P.R.China.
As an international and professional solar module
manufacturer, JMP is specialized in production, R&D
and labeling of solar modules to create market value
and reduce cost for customer.
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JMP-230/235/240/245/250W-P6-G

2 Jumao Photonics

Dimens on 1637 987 <0mm
Weight 18.7 Kg . [— = 280
g = — e
Salar Cell Paolycrystalline silicon 1568 = 158 mm 80 PCS{8 10) \ ;
7 200
Front Glass 3. 2mmtempered glass i | —25T : '
50T
Cell Encapsulation EVA <5 | —75%¢C 150 5
B _ :
Back Cover Composite tilm, black a | '-: "-.I- 5 E
= II| III )
Frame Black powder coaling AL elloy | \
2 ¥ III P
Junciion Box IP 65 (3 bypass diodes) | _,/“' i
| | \
LH] 0
a 35 10 15 ‘ul'l:ill?:I 25 30 3 40
Power Bating [Pmpp] 230 W 230 W 240W 245 W 250W
Maximum Current [Impp] 754 A T.GEA T.79A T.BTA T.08 A
g 250
Maximum Yoliage [VMmpp) 40,862 Y <078 Y J0.81Y 21.20Y% 31.41 W —
a — . ..
Short-circuit Current [fsc) 8.09 A 117A 8.28A 8364 458 3 - 200
1000 ¢
Open-circuit Vollage [Vog] agasy 8T8V 3T 4N 3T.E2Y 3753 N g SOOI
. i F 150
Mocule Efficiency T 29% 14.59% T4 . BE%Y 15.20% 1547 % g o g
a s 00 o
3
2 S —— 50
Valtage [Voc) -0.33% /°G '
Curreni[lsc] 0.05% £ °C g = . 3 = T { S I
o i 10 -] a0 i ] pi i} a5 40
FPower [Fmax] -0.41% 050 Violtagelv)
Mominal Operaling Cell Temperalure 47 “C
Meximum System Valiage RC: BRIV UL DL a0y ®AL STC (Slandard Tesl Condilions) Irradiance
S P R e _1_B@D-W; rrf1 257C cell temperalure, AM 1.5
'EF!*EE‘[TUI"H-
Operaling Temperalure -40%085°C ®NOCT Nominal operating cell temperature
Mechanical Load 400 Pa (Thﬂ ﬁa{a -|‘5¢ ﬂnl}' fE’,I'f' FEfEI”.E_ﬁEE}
Cramp Heat AR H, BR*C
Hail Impact 25mmi lce ball at 23mis
Module Diagram
r g7 :
| | : 00 T4,y

#
4
55
&
|8, 5—

China i e
E LU Sales Direcl Line; +86-592-5035731
| HEHEREIE Fax: +86-592-56935721

I! | E-Mail: sales@jumaosolar com
il * 4h2

0 =

:F
g | o & Jumao Photonics (Xiamen) Co., Ltd.
‘-— & W Address: No. 627-629, Wesl Lingdou Road,
i = Siming District, Xiamen City, Fujian Province,
H

Websile: www.jumaosolar.com
Unit: mm



