PRODUCT INTRO

DfMb Series

MONO CRYSTALLINE DOUBLE GLASS SOLAR MODULE

Linear warranty from EGing PV ™
Standard perfomance warranty

%loMmod pasjuelens

QUALITY GUARANTEED

@ Linear output power guaranteed
@ 10 years product warranty
@ 30 years linear power output

High Efficiency Positive Power Selection

430W~450W
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Strong Load Capacity Reliable quality

4 MODULE CHARACTERISTICS

GEP-DfMb430M  GEP-DfMb435M  GEP-DfMb440M GEP-DfMb445M  GEP-DfMb450M
GEP-DfMb430MH GEP-DfMb435MH GEP-DfMb440MH GEP-DfMb445MH GEP-DfMb450MH

Maximum Power (Pmax) 430W 435W 440W 445W 450W

Positive Power Selection 0/+5W 0/+5W 0/+5W 0/+5W 0/+5W

Maximum Power Voltage (Vmp) 40.6V 40.8V 41.0V 41.2V 41.4V

Maximum Power Current(Imp) 10.6A 10.67A 10.74A 10.81A 10.87A

Open Circuit Voltage (Voc) 48.4V 48.6V 48.8V 49.0V 49.2V

Short Circuit Current (Isc) 11.32A 11.4A 11.47A 11.54A 11.61A
!]m!|ﬂnﬂlm“|r|n‘!nMH{"“"'" ] Module Efficiency 19.8% 20.0% 20.2% 20.5% 20.7%

Operating module Temperature - 40C ~ +85C

Maximum system(DC) Voltage DC1000V/1500V(IEC)

Maximum Series Fuse Rating 25A

Nominal Module Operating Temperature 42+2°C

Temperature Coefficients of Pmax - 0.36%/C

Temperature Coefficients of Voc - 0.304%/C

Higher Weatherproof Rating

4 MECHANICAL CHARACTERISTICS

Solar Cell 166x83mm 9 Mono crystalline 166x83mm 9BB
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Dimensions 2094x1038x30mm ( 82.44x40.87x1.18 inches )
Weight 28.1Kg (61.951bs)
Front Glass 2.0mm (0.08 inches) front glass
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STC: irradiance 1000 W/m?, module temperature25°C, AM=1.5;Tolerance of Pmax is within +/- 3%.
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