
ERA-72HCB
Monocrystalline Half-Cut Bifacial Solar Module

KEY FEATURES

Wp

LOW LIGHT

MBB Half-Cut Solar Cell:

Light-weight design

144 cells (6X24); 10 busbar solar cell. 

Light-weight design using transparent backsheet for easy installation and 
low BOS cost.

Module type:

Advanced glass and surface texturing allow for excellent performance in
low-light environments.  
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BIFACIAL, MONOCRYSTALLINE, 72-CELL HALF-CUT SERIES
ELECTRICAL PERFORMANCE 

CURRENT-VOLTAGE  CURVES:

MODULE  DIAGRAM:

Maximum Series Fuse 25A

Watts positive tolerance 0~+5%

Number of Diode 3

Standard Test Conditions 1000W/M²,25°C,AM1.5

+0.048%/°C

-0.270%/°C

-0.350%/°C

-40°C...+85°CNormal Operating Cell Temperature

Load Capacity for the cover of the module (glass)

Load Capacity for the front & back of the module 
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MECHANICAL CHARACTERISTICS

Backsheet (color)
Cell (quantity / material / dimensions)

Frame (material / color)

Junction box (protection degree)

Module Dimensions (L / W / H)
Module Weight
Application class
Electrical protection class
Fire safety class

Front cover (material / thickness) low-iron tempered glass / 3.2mm
transparent
144(6x24) / monocrystalline silicon,bifacial
aluminum hollow-chamber frame on each side
anodized aluminum alloy / silver

4mm², 300mm in length,length can be customized
2279x1134x35mm
27.2kg
Class A
Class II
Class C

ISO9001,ISO14001,ISO18001

Short circuit Current(Isc)

PACKING

Container Size (KG)
Units/Container

(mm)

40HQ 31 858 6202285x1130x1260

 

+ 12 25WATTS

TOLERANCE

YEARS

WARRANTY
YEARS LINEAR

ERA SOLAR and the ERA SOLAR logo are trademarks or registered trademarks of ERA SOLAR Corporation.
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www.erasolar.com.cn
Zhejiang ERA Solar Technology Co., Ltd.
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