36P

150 W

POLIKRISTAL

POLYCRYSTALLINE Elektriksel Veriler / Electrical Data
Maksimum Glg /Maximum Power Pmax 150 W
Modul Verimi / Module Efficiency % 16,2 %
Maks. Glg Moktasi Alami / Max. Power Current Imp 8,352 A
Kisa Devre Akimi / Short Circuit Current |sc 8,773 A
Maks.GUg Noktas| Voltajl / Max, Power Voltage Vmp 17,96 V
Acik Devre Voltajl / Open Circuit Violtage Voo 23,01V

Mekanik Veriler f Mechanical Data
Olcii/Dimensions  1483x665x40 mm
Agirhk/Weight 12 Kg

On Cam Temperli/Temperli Antireflekte Cam
Front Glass Tempered Antireflective glass

Cerceve/Frame Aliminyum Cerceve (Eloksal Kaplamal)/Aluminum Frame
(Covered by Eloxal/Anodic oxidation)

Sicaklik Ozellikleri / Temperature Specifications
Mominal Hicre Galisma Sicakhd Nominal

MNominal Operating Cell Temperature G 2270
Sicaklik katsayisi Temperature Coefficient
alsc (%/°C) BVoc (%/C) Pmax y (%/°C) BVmpp (%/°C)
655 mm -0,04 % /°C -0,33%/°C -0,45%/°C -0,45%/°C
= - — - : iy
I ) T 40 mm Calisma Kosullan / Operating Conditions
[ ] hMekanik Dayanim / Mechanical Resistance 5400 Pa|Certificated by TUV)
Maks. Sistem Voltaj Max. System Voltage DC 1000 Vv
é’ = Seri Sigorta Akirmi / Series Fuse Rating 15 A
;" % (;ahisma sicakhd / Operating Temperature -40to 85 °C
3 3
| 3 Garanti / Warranty
Uriin garantisi / Products Warranty 10yl / 10 years
Dodrusal performans garantisi 10 wil %90 dstii - 25 yil %B0 Ustii
Linear Performance Warranty 10 years, over %90 - 25 years over %80
(Sug tolerans / Power Tolerance *+ %3

Yukanda verlen teknik Seelider ve garantier modill malrermesinn lretia frma garant kogulan abnda kullanimas ve modllenn standart bava ve ortam =
lecgullarnada projelendinknes halinde gegeridn Above mentioned technical propenties and guarantees are effective provided that the rnodule rnaterial should <€ ::: > C €
be used under the producers quarantes conditions and the modules shoukd be designed under standand westher anderdenmment condifions =

GENEL OZELLIKLER / GENERAL FEATURES

- Yilksek verimililide sahip, monoknstal solar hilcrelerin yiiksek iletkenligi - High efficiency, higher conductivity of mono-crystal solar cells

. 1'|".=.|||1:5|r|'_pz|.1':'!nh33|'|'c:i camlar e %16,2'ye kadar moddl verimi kurulum gideslerini - Minimizing the module installation expenses up to 16,2 % with anti-
en aza ndimme reflective glasses

- Birim alan bagina sisterninizin kh verimini en (st diizeye glkama « Maximize kWh yield per unit area of your system

» Uygun sicaklik katsaysi e minimurm gig kayt » minimum power loss with the appropriate temperature coefficient

* Zatyif 1gik kogullannda mikernmel performans » Excellent performance under weak light conditions { Under rmoring
(Sabah ‘-'E.E""Eam glinesi ve buluths hava k‘35'-".l5f””da:'_ . and evening Sunny and cloudy weather conditions)

- Kolay temizlenen ylizeye sahip yansima dnleyici (Opstyonel) cam sayesinde - Anti reflective with a surface which is easily cleaned, higher rate of
WkEEk':"?“da ik sogurma . _ absorption of light due to (Optional) glass

* 2400Pa ruzgar ve 5400Pa kar ylkiine dayanikid metanik saglambd « 2400Pa wind and 5400Pa snow resistance, mechanical firmness are
onaylamaktadr certified

« 35mm e kadar 97 km hizla diisen dolu yadis kosullarna dayanikh ylzey cam

« [ECB1215, IECB1T30-1, IECA1T30-2, CE, TSE13381 (Hizrmet Yeterlilik)
Sertifikalan

- Surface glass resistant to hail fail with a velocity of 97 km up to 35mm

» Service Compliance Certificates of IECG1215, IEC&1730-1, IEC61730-2,
CE, TSE13381



