
 ARDS-22V07 US

A LL  BLACK PERC

A I O N 66G 1 360Wp

PHOTOVOLTAIC MODULE

72

MA D E I N  GEO RGI A
AIONRIS E PV  m o dul es ar e  m anuf ac tur ed  o n l y  in-h o u se   
a t  the  o w n  f u l ly  au tomate d  f ac i l i t ies  with  an  i n tegr ated  
u n c o m p r o mising  mult i -st ep  qual i ty  c h ec k  u sin g  t h e  
l a t est av a i la ble te c hnolog y

RED UCING  LCO E  
Compou n ded  b y  t h e  Eu r o p ean  bi l l  o f  m at e r ials  A IONRI SE 
p r odu c t s d e l iv e r  long-t e r m  high er  outpu t  c o mpa r in g     
to oth e r  an a lo gs and pr o vid e  lowe r  LCO E

CERTIFI ED  QUALITY  
AION RISE i s c e r t i �e d  b y  al l  key  qua l i ty  p r o gra ms           

 

o f  TUV  Rhin e land,  whi c h  c onsid e r ably  expa n d  t ests         

 

o f  IEC 61215 /  61730  /  62716  /  61701 an d  UL  6173 0  w i t h    
Reg u lar  Pr o duc tion  Su r vei l lan c e  p e r for med  ev er y  six  
mon t h s. Exte n siv e  p ar t ic ipat ion  i n  the  t est in g  pro g r ams  
o f  t h e  g lo b a l  indep en d en t  c e r t i �cat ion  auth o r i ty  en su r es 
the  h igh r e l ia bi l i ty , sa f e ty,  and qu a l i ty o f o u r mo d u les .

MADE IN GEORGIA
All rights reserved. Speci�cations included in this data sheet are subject to change without notice.

MICRO-CRACK

FREE

PID RESISTANT SALT CORROSION

RESISTANT

SAND RESISTANTCELLS HIGHLY STABLE 
AND TOUGH

AMMONIA RESISTANT

66

25 YEARS

TERMS A ND CON DITION S A PPLY

EXTENDED
WARRANTY

GUARANTEED MODULE PERFORMANCE
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One pallet quantity 
Pallet size
Pallet weight
Double pallet quantity
Double pallet size 
Double pallet weight

PACKAGING INFORMATION

MATERIAL CHARACTERISTICS

20 ft HC / HQ Container 
40 ft HC / HQ Container 
Truck

LOADING INFORMATION

26 pcs 
73.3 x 43.1 x 44.3 in / 1861 x 1095 x 1125 mm

1232.4 lb / 559 kg
52 pcs + 6 pcs

73.3 x 43.1 x 96.5 in / 1861 x 1095 x 2550mm
2777.8 lb / 1260 kg

348 pcs maximum
696 pcs maximum
840 pcs maximum

72.05 x 39.5 x 1.6 in / 1830 x 1002 x 40 mm
44.75 lb / 20.3 kg

66 pcs (6 x 11)
Mono-crystalline

158.75 x 158.75 mm, G1
3.2 mm double layer, AR coated, Iron free

Black, 390 µm
IP 67 rated, 3 bypass diodes

4.0 mm2 , 3.94 ft
Staubli MC4-Evo 2

AION66G1-360

Dimensions
Weight
Number of cells
Cells type 
Cells size
Glass
Backsheet
Junction box
Output cable
Connector

DIMENSIONS

ELECTRICAL CHARACTERISTICS

Uplift load (wind)
Downforce load (snow)

MAXIMUM LOAD*

*For more inform ation please refer to Instruction Manual

5400 Pa (550 kg/m2)
5400 Pa (550 kg/m2)

Nominal maximum power

Maximum power voltage

Maximum power current

Open-circuit voltage

Short-circuit current

Module efficiency

The electrical data apply to standard test conditions (STC):
Irradiance of 1000 W/m2 with spectrum AM 1.5 and a cell temperature of 25°C

Power tolerance

Maximum system voltage DC

Maximum system fuse rating

Operating temperature

Temperature coefficients of Pmax

Temperature coefficients of Voc

Temperature coefficients of Isc

Normal operating cell temperature (NOCT)

Pmax (Wp)

Vmp (V)

Imp (A)

Voc (V)

Isc (A)

(%)

Pmax (Wp)

(V)

(A)

(°C)

(% / °C)

(% / °C)

(% / °C)

(°C)

360

39.3

9.17

49.1

9.91

20.5

0 / +5

1500

-40 to +85
20

-0.36

-0.29

0.048

45 ± 2

DIMENSIONS

FRONT BACKLONG SIDE

MOUNTING HOLE

SELECTION A1.6 in / 40 mm
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JUNCTION BOX

GROUNDING

LABEL

CONNECTOR

A

MOUNTING HOLE

FRONT BACKLONG SIDE

SHORT SIDE

MADE IN GEORGIA
All rights reserved. Specifications included in this data sheet are subject to change without notice. ARDS-22V07 US

CONTACT INFORMATIONCERTIFICATES

651 N Broad St, Middletown, DE 19709, USA

AIONRISE Holding Inc.

88 Avtomshenebeli St, 4600 Kutaisi, Georgia

AIONRISE LLC

Manufacturing:

1 888 885 AION (toll free)
info@aionrise.com | www.aionrise.com

UL 61730-2:2017 
UL 61730-1:2017

39.5 in / 1002 mm

1.6 in / 40 mm

0.55 in
14 mm

0.35 in / 9 mm

1.6 in
35 mm

23 mm
0.91 in

1.6   in / 35 mm

DRENAGE HOLE

2.6 in
66 mm

2.5 in
66 mm

0.12 in
3 mm

1.4 in / 35 mm


