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/A& fai /) Introduction

Wi sw A T 5 2004 SEERYI T FFaaE A A =448 EVA I, BLEZH 16 SEREAR . Er-fis e
Jist. o OEVA BIEBLEZRFE UL, ROHS ZEAE, FF HIHE N AMR 2 % A o BEVA BB B34
TUV, UL, CSA, VDE, JET ZEEPriliE. T EVA B, BERE1T 4 EETR], X 3& P AT & I aC Bk
B

Sveck started to R&D EVA film for 16 years since 2004 in Shenzhen. SVECK EVA film got UL and
ROHS certificates. And many global customers have got TUV, UL, CSA, VDE and JET certificates
with SVECK EVA film. Using Sveck’'s EVA film, can save the lamination time and reach the Gel
Content to meet customer’s needs.

Pe iRt Product Features
o DRERAm B (ORI SR, S, EAME);
Excellent durability (including high resistance for temperature, humidity and UV)
® CALJEILAHIRE S I e
Excellent adhesion after aging test.
® LI ERAEMELY, FRE kR
Easy for processing and quality stable during laminating.
® URMIAEZ, HIRIE R &R R E
Low shrinkage rate, to make sure the stable quality during laminating.
o fRRMRIEE, FLLEZEHIEF- AT,
High reflectivity, to guarantee the maximum efficiency output of solar module.
® AT TGN BRI S AL (2

Can be used for G to G solar module, normal solar module and thin film solar module.
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d AT R BH 8 FTB AL & 2 B

Crystalline Silicon Solar Module Encapsulate Using Method

Front glass

High light transmission
SV-15296P

¥

¥

| Solar Cell

High Reflectivity
SV-15297W

Backsheet

AR 2% Technical Data Sheet

M5 Type SV-15297W

KJZ Length 100m/200m

%5 Width M52 7 B3R 2 i) Customized

JE & Thickness W 0.45mm~0.75mm
Standard: 0.45mm-~0.75mm
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I 1 .
P ft T _ i
e AH Testing e SV-15296P | SV-15297W
Properties Item Unit
Standard
SNEPN GBI/T
. S mm +/-0.05
Thickness Tolerance 6672-2001
'—,J:E EE /\
o JEAZ mm 0/+5
Width Tolerance
BR
“JE ASTM D792 glcmd 0.96
Density
PR (R
Tensile Strength Mpa =18 =18
(After lamination)
GB/T 13022-91
YERERE
_ - WM KR (R
Physical Properties
Ultimate Elongation % 550 550
(After lamination)
JRZ I 5 B3 3 18 35 i S5
. N/cm >60
Peel Strength with
Glass
ASTM D903
2 5 AR ) 35 3 i
. N/cm >40
Peel Strength with
Backsheet
Pt ae Wi = MD% <3
, , ASTM 1204
Thermal Properties Shrinkage TD% <2
SR ASTM D2765 % >75 >75
Gel Content
HLPERE (NALE S
_ , o GB 1410-89 Q.cm >1.0x10% | >1.0x10%*
Electrical Properties Volume Resistivity
, o GB/T2410-2008 % >80 --
Light Transmission

Date: Jan, 01, 2021



http://www.csres.com/detail/195347.html

S\KHEIRE 2 M B o SR A R TR A ]

Changzhou Sveck PV New Material Co., Ltd

(280nm~380nm)

EIeR
Light Transmission % 291 --

(380nm~1100nm)

RHeH
Reflectivity % -- >90
(400-800nm)

E A G A
UV aging Yellowness (60kWh/m?) AYI <2
TR Index

Durability A 85°C/85RH

. AYI <3
Heat/Humidity 1000h

£u.%& Packaging
AE N 76 =K, M4 200k, A PE &S, MANMTHE 9 Bl 6 6.
Internal diameter of paper tube: 76mm, 200m per roll, 9 rolls or 6 rolls per pallet.

Inside package with PE sealed.

fi# 17 Storage

WAHFI T T i EIR =, IRE<30°C, MERAES70%; A it 8 B A= H Bid6 1~ H
Must store in cool and dry constant condition: temperature<30°C, humidity<70%

Shelf life: 6 months after production date

A Application

1. W ORIEIR AT IR 53 8] P9 A A7 A8 ] EVA R .
2. TR AEE R E AR B, A e AR R .
3. BYIHUTIRAEVAIR N 2 5 R A7, 38 Gis Y52, WOLAH R it % B LS .
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4. FWEEFITARE — BRI — B A ZEH .

1. Ensure storage and usage in a constant temperature and humidity room.

2. To avoid static electricity, we recommended to install anti-static facilities through whole process.

3. EVA should be stored by sealed after cutting, to avoid the pollution of dust, fibers and other
foreign materials, related necessary facilities needed to avoid insects pollution.

4. It is recommended that do not use the EVA in the innermost and outermost circle.

JZE T Z Lamination Recipe

ERs) J& R 1 (°C) fE A (min) | EEEE (min)
Type Lamination Temperature Pumping Time Pressing Time
SV-15296P/SV-15297W 140-150 5-6 7-12

Y BT AR A AR R ZE BB MR ER, XA T2 AR, %7 m Ll
FREGHCHTZ
Note: Based on different lamination equipments and requirements of Gel Content of customers.
This lamination recipe is only our recommendation, the customers can find most suitable

recipe for themselves.

Date: Jan, 01, 2021



