PowittSolar

M6 HALF CELL MONO

360W-385W

120 CELL
Mé MBB MONO PERC

21.1%
MAXIMUM EFFICIENCY

0 to +5W
POSITIVE POWER TOLERANCE

Higher Output of Power

For Environment For Future

Optimize the Temperature Coefficient

Reduce Equipment & Material Cost




PowittSolar

Module Type PW-60M360HM6 PW-60M365HM6 PW-60M370HM6  PW-60M375HM6é PW-60M380HM6 PW-60M385HM6
Test Environment STC  NOCT sTC  NOCT STC  NOCT STC  NOCT STC  NOCT STC  NOCT
Maximum Power Puax(W) 360  266.59 365  270.29 370 273.99 375 277.69 380 28139 385 285.1
Maximum Power Voltage Vmre(V) 33.69  31.08 33.89  31.28 34.09 3148 3429  31.66 3449  31.86 3469  32.06
Maximum Power Current ImPP(A) 10.69 8.55 10.78 8.62 10.86 8.69 10.94 8.75 11.02 8.83 11.1 8.89
Open Circuit Voltage Voc(V) 40.92  38.18 4112 3838 4132 3848 4156 387 4176 38.67 4196 3877
Short Circuit Current Isc(A) 11.22 9.01 11.3 9.07 1139 915 1146 921 1153 927 1167 933
Tolerance (W) 0-+5 0-+5 0-+5 0-+5 0-+5 0-+5
Module Efficiency (%) 19.8 20.0 20.3 206 20.9 21.1

STC:Irradiance 1000 W/m?,Cell Temperature 25°C,Air Mass AM1.5 according to EN 60904-3.Average efficiency reduction of 4.5% at 200W/m? according to EN 60904-1
NOCT: Irradiance at 800 W/m2Ambient Temperature 20°C,Wind Speed 1m/s.

DIMENSIONS OF PV MODULE LINEAR PERFORMANCE WARRANTY
e 1038 > l.°12 Year Product Warranty Q 30 Year Linear Power Warranty
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Ll ' TEMPERATURE RATINGS
1018
il Nominal Operating Cell Temperature(NOCT) 45+2°C
: i Temperature Coefficient of Pmax -0.36%/°C
4 L‘ JA K Temperature Coefficient of Voc -0.28%/°C
b n I Temperature Coefficient of Isc +0.048%/°C
MAXIMUN RATING
Operational Temperature -40 to +85°C
:. Maximum System Voltage 1500V DC
@ Max Series Fuse Rating 20A
5
Mechanical Load 5400pa
27 Wind Load 2400pa
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MECHANICAL DATA
Solar Cells MBB Mono PERC 166 x 83mm
Cell Orientation 120 Cells (6 x 20)
Module Dimensions 1755 x 1038 x 35mm
Weight 20kg
Glass High Transparency,Anti-Reflective, AR Coated and Heat Tempered Solar Glass -3.2mm
Backsheet White
Frame Silver Anodized Aluminium Alloy(Black Available)
J-Box IP 68 Rated
Cables Photovoltaic Technology Cable 4.0mm?2,350mm
Connector MC4 Compatible
PACKGING CONFIGURATION Modules per Box:31 Pieces Modules per 40’'Container:858 Pieces

©Powitt Solar Co.,Ltd All rights reserved.Specifications included in this datasheet are subject to change without notice.
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	202202-Powitt -166mm 120half cell  360-385W 正
	202202-Powitt -166mm 120half cell  360-385W 反

