Itam 55-DM3so  S5-DM3ss S5-DM3sD

Peak Power(Wp) 30 5 360
Open CircuitVoltage(V) | 4678 4890 | 4720
Short CircuitCurrentjd) | o84 991 | 908
Voltage at Pmax(V) . wm | .m | Bn
Curment at Pmax(A) 5.26 35 343
Efficiency[®) [ 7@ | @32 | 1848
Dimension(mm ' 732 X 1964 X 35

WeightiKg) 216401

i Al chvtm s besbed under ST Stardend Test Condition s baove davts rmay be changed without prior notics.

# Pesk prwer ioleranos 0~ +20%

55-DP31S S5-DP320 S5-DP32s

Peak Power (W) ELE 20 | 35
Open CircuitVoltage(V) | 453 4551 | 4572
Short Circuit Curmentidy 912 | a2 [ 928
Voltage at Pmax(V) . w12 6®m | 3N
Current at Pmax(A) B 868 B76
Eficiency@es) [ 1e17 | e42 | 1668
Dimension(mm) ' 992 X 1964 X 35

WeightiKg) 216401

i il chvtm i beshed uncler ST Standand Test Condition sLAbcrve: darts rrayy be changed without prior notics.

# Penkpower ileraros( - 4300

« Temperatures Coaficient (Call) s |-V Curve « Temperature Cosfiicient (Call) = |-V Curve
ot ] Cormwi ] -
NOCT 45+30%3) ':‘..: NOCT 45+300) ‘E it
aAISC 0760 degree) G ! aAlSC  004m%idegres) “
BAVOC  -03070{%/dagrea) :_'f BAVOC  0333(%/degres) .=.
yAPmax 037533 degres) :_.. = yAPmax -042(%degree) E
« Mechanical Characteristics « Safety Ratings & Warrantias
Solar Cells 156.75X 156.75mm Fire Safety Classification  Jass*C”
Front Glass . Low lron Tempeared Glass Application classes [ Class A"
Junction Box IM13D: 1P67 / 3Bypass Diode Salt-mist Comosion Test  Tested
0 Cable 4 Cable, MC 4{Compatible) Type = =
ﬁ;m::n ' AL Nh}fT}fﬂEl}ﬂ:{:m S Wikt ight Reliected ::ﬂmm:;we ;ll::mm:atﬁ:::.u::h:‘;ﬁ m:'btact us.
10Years limitad Product Warranty
« Tested Operation Conditions Warranty 10 Yaars limited Power Warranty : 90%
Max Load Miono: S50kaf/m (5400Pa) Multi: 72 3kgf/m'| 7200P) 25 Yoars limited Power Warranty : 8056
Impact Resistance  25mm, 23m/s ' ' Certifications IEC&1215/ IECS1730

Operating emperature :-4&4-&5'0
System Voltage 1,000V



