GB180-6X 6vi1i80AH

BATTERY Rechargeable Valve Regulated lead-Acid Battery

The rechargeable batteries are |ead-lead dioxide systems. The dilute sulfuric acid
electrolyte is absorbed by separators and plates and thus immobilized. Should the
battery be accidentally overcharged producing hydrogen and oxygen, special one way
valves alow the gases to escape thus avoiding excessive pressure build-up.
Otherwise, the battery is completely sealed and is, therefore, maintenance-free,

leak proof and usable in any position.

GENERAL FEATURES

® Absorbent Glass Mat (AGM) technology for efficient gas recombination of up to

99% and freedom form electrolyte for air transport-complies with LATA/ICAO Specia provision A67.
Not restricted for air transport-complies with LATA/ICAO Special Provision A67.

UL -recognized component.

Can be mounted in any orientation.

Computer designed lead, calcium tin alloy grid for high power density.

Long service life, float or cyclic applications,

Maintenance-free operation.

Low self discharge.

Case and cover available in both standard and flame retardant ABS.

SPECIFICATION

Nominal voltage 6V Total Height 8.90inches(226mm)
Rated capacity (10 hour rate) 180Ah Dimensions Height 8.66inches(220mm)
Number of cell 3 Length 12.1inches(306mm)
Approx. Weight (Kg/ 1bs) 26.8/59.1 Width 6.61inches(168mm)
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GREAT POWER BATTERY TECHNOLOGY CO.,LTD
Address:Longguan 1st Road,LongHua Town,BaoAn District,Shenzhen,China.
TEL.86-755-2900 8403 Fax:86-755-3386 3366
Email:info@greatpowerbattery.com Http:// www.greatpowerbattery.com BATTERY




