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Manufacturing

Power Production
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SR MODULE

® SR-M672330 @SR-M672325
® SR-M672320 @SR-M672315
@ SR-M672310 @SR-M672305
@ SR-M672300

Dimensions (mm)| 1956

Weight (kg)

Loading Capacity
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Specifications

Module Type SR-M672330 | SR-M672325 | SR-Mé ; SR-M672310 | SR-M672305 | SR-M672300

Maximum Power Pm({W) 330w 325W 315w 310w 300W
Tolerance (%) 0~+3 0~+3 0~+3 =3 0~+3 0~+3 0~+3
Open Circuit Voltage Voc(V) 46.70 46.57 46.43 46.28 46.11 45.95 45.81
Short Circuit Current Isc(A) 9.36 9.24 9.12 9.01 8.90 8.79 8.67
Maximum Power Voltage  Vm(V) 37.42 37.32 37.21 37.09 36.95 36.82 36.71
Maximum Power Current Im(A) 8.82 8.71 8.60 8.50 8.39 8.29 8.18
Module Efficiency (%) 17.00 16.70 16.50 16.20 16.00 15.70 15.40
Solar Cell Efficiency (%) 19.47 19.18 18.88 18.59 18.29 18.00 17.70
Cell Type {mm) 156x156({Mono-Crystalline Silicon)
Number of Cells (Pcs) 72(6%12)
Number of diodes (Pcs) 3
Maximum System Voltage (V) DC1000
Temp. Coeff.of Voc (%/°C) -0.35
Temp. Coeff.of Isc (%/°C) 0.05
Temp. Coeff.of Pm (%/°C) -0.45
Operating Temperature (°C) -40 to 85
Nomingl Operafing Cell Temperature(NOCI) (°C) 4512
Max.Series Fuse (A) 15
Wind Bearing (Pa) 3800
Pressure Bearing (Pa) 5400
STC(Standard Test Conditions):1000W/m? AM=1.5 25T
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