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BSE-P156.75-BB5 Solar cells 

Product 

Item 156.75mm Poly solar cells 

Dimensions 156.75mm × 156.75mm ± 0.25mm square wafers 

Diameter 220±0.25mm  

Thickness 200um ± 20um 

Front 
0.7 mm silver bus bar and 106 fingers 

Silicon Nitride antireflection coating 

Back 
1.8mm segmented soldering silver pads 

Back surface field (aluminum) 

Temperature  Coefficients TKVoltage：-0.32 % / °C；TKCurrent：+0.02 % / °C；TKPower：-0.45 % / °C 

Electric feature 

Efficiency Pmpp Umpp Uoc Isc FF 

19.00% 4.67 0.543 0.639 9.13 0.80 

18.90% 4.64 0.542 0.637 9.11 0.80 

18.80% 4.62 0.539 0.636 9.08 0.80 

18.70% 4.59 0.538 0.635 9.06 0.80 

18.60% 4.57 0.536 0.634 9.02 0.80 

18.50% 4.55 0.535 0.632 9.00 0.80 

Testing conditions : 1000W/m2 , AM 1.5 , 25℃ , Tolerance : Efficiency ± 0.2% abs.,Pmpp ± 1.5%rel, Area:245.70cm2 

Printing Outline 
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多晶正面 多晶背面 



百力达电池片技术规格书                            文件编号:
 

编制部门：技术研发部                                                      发布日期：2018-10-8 第 3 页 共 4 页 

BSE-P157-BB5 Solar cells 

Product 

Item 157.0mm Poly solar cells 

Dimensions 157.0mm × 157.0mm ± 0.25mm square wafers 

Diameter 220±0.25mm  

Thickness 200um ± 20um 

Front 
0.7 mm silver bus bar and 106 fingers 

Silicon Nitride antireflection coating 

Back 
1.8mm segmented soldering silver pads 

Back surface field (aluminum) 

Temperature  Coefficients TKVoltage：-0.32 % / °C；TKCurrent：+0.02 % / °C；TKPower：-0.45 % / °C 

Electric feature 

Efficiency Pmpp Umpp Uoc Isc FF 

19.00% 4.68 0.543 0.639 9.16 0.80 

18.90% 4.66 0.542 0.637 9.14 0.80 

18.80% 4.63 0.539 0.636 9.11 0.80 

18.70% 4.61 0.538 0.635 9.09 0.80 

18.60% 4.58 0.536 0.634 9.05 0.80 

18.50% 4.56 0.535 0.632 9.03 0.80 

Testing conditions : 1000W/m2 , AM 1.5 , 25℃ , Tolerance : Efficiency ± 0.2% abs.,Pmpp ± 1.5%rel, Area:246.49cm2 

Printing Outline 
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