100 W

24P

POLIKRISTAL
POLYCRYSTALLINE
Elektriksel Veriler / Electrical Data
Maksimum Gug /Maximum Power Pmax 100 W
Moddul Verimi / Module Efficiency % 17,2%
Maks. Glg Noktasi Akimi / Max. Power Current Imp 8312A
Kisa Devre Akini / Short Circuit Current Isc 8,562 A
Maks.Gig Noktasi Voltaji / Max. Power Voltage Vimp 12,03V
Acik Devre Voltaj / Open Circuit Voltage Voo 15,24V

Mekanik Veriler / Mechanical Data

Olgii/Dimensions  692x991x40 mm

Adirhk/Weight 12,5 Kg

On Cam Temperli/Temperli Antireflekte Cam

Front Glass Tempered Antireflective glass

Cergeve/Frame Aluminyum Cergeve (Eloksal Kaplamal)/Aluminum Frame

(Covered by Eloxal/Anodic oxidation)

Sicaklik Ozellikleri / Temperature Specifications

MNominal Hicre Galigma Sicakhdl Nominal
Mominal Operating Cell Temperature

45°C £2°C

Sicakhk katsayisi Temperature Coefficient

alsc (%/°C) BVoc (%/°C) Pmaxy (%/C) BVmpp (%/°C)

-0,04%/°C -033%/°C -045%/°C -0,45%/°C
Galisma Kosullan / Operating Conditions . E G .
Mekanik Dayarim / Mechanical Resistance 5400 Pa(Certificated by TUV) 40 mm T ¥
Maks. Sistem Voltajl Max. System Voltage DC 1000 V =
Seri Sigorta Akimi / Series Fuse Rating 15A é
Gahsma sicakhd / Operating Temperature -40to 85 °C §' @

3

Garanti / Warranty 0 g
Uriin garantisi / Products Warranty 10wl / 10 years
Dogrusal performans garantisi 10 yil %90 iistii - 25 yil %80 iistii
Linear Performance Warranty 10 years, over %90 - 25 years over %80

Glg toleransi / Power Tolerance + %3

ikanda wenlen tekmik Sreliider ve garantiler mcdll nalzemesinin iretici frmia garant kogullen alnda kullaninas) ve modillein standart hava ve ortam
kogulamnids proyslendinkmes) halnde gegeridicy Above rmentoned technical propertes and guarantees aeeffecte prowded that the module matenal shoulkd
be used under the producer’s guarartes conditions and the modules shoukd be desioned under standand weather and envronment condiions.

GENEL OZELLIKLER / GENERAL FEATURES

« Yiksek verimiilije sahip, monckristal solar hidcrelerin yliksek iletkenligi

« Yansima dnleyic: carmlan ile %17,2ve kadar madil verirmi kurulurm giderderin
en aza indime

» Birim alan bagma sisteminizin kKWh verimini en st diizeye cikarma

* Uygun sicaklik katsayisi ile minimum giic kayb

« Zayif ik kosullannda mikemimel performans
(Sabah ve aksam ginesi ve bulutlu hava kosullannda)

- Kolay temnizlenen yiizeye sahip yansima dnleyici (Opsivonsl) cam sayesinde
yilksek oranda i5ik sogurma

« 2400Pa rizgar ve 5400Pa kar yukine dayansklihd mekanik saglamibi
onaylamaktadir

= 35mim e kadar 97 km hizla diisen dolu valis kosullanna dayanikd yiizey cam

- [ECE1215, IECE1730-1, IECE1730-2, CE, TSE133B1 (Hizret Yeterliik)
Sertifikalan

< (€@

= High efficiency, higher conductiity of monc-crystal solar cells

« Minirmizing the module installation expenses up to 17,2 % with anti-
reflective glasses

+ Maximize kWh yield per unit area of your system
» minimum power loss with the appropnate temperature coefficient

« Excellent performance under weak light conditions ( Under morning
and evening Sunny and cloudy weather conditions)

- Anti reflective with a surface which is easily cleaned, higher rate of
absorption of light due to (Optional) glass

« 2400Pa wind and 5400Pa snow resistance, mechanical firmness are
certified

» Surface glass resistant to hail fail with a velocity of 97 km up to 35mm

- Service Compliance Certificates of IECE1215, IECE1730-1, IECE61730-2,
CE, TSE13331




