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AP-PM-22 

ELECTRICAL CHARACTERISTICS 

Pmax (W) 240 230 220 210 200 

Vpm (V) 29.77 29.49 29.20 28.72 28.44 

Ipm (A) 8.06 7.80 7.54 7.32 7.04 

Voc (V) 37.38 37.20 36.90 36.60 36.24 

Isc (A) 8.57 8.39 8.13 7.93 7.62 

Efficiency (%) 14.9 14.3 13.6 13 12.4 

Cell Type Poly 

Cell No. 60 

Max. system Voltage (V) 1000 

Series Fuse rating (A) 15 

Performance Tolerance +3% 

Standard Test Conditions:  AM1.5,  25℃, 1000W/m
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ABSOLUTE MAXIMUM RATINGS MECHANICAL CHARACTERISTICS 

Parameters Rating Dimensions (mm) 1626x990x38.1 

Operating Temperature (℃) -40～ 90 Weight (kg) 24.3 

Storage Temperature (℃) -40～ 90 Packing 12Pcs/Carton 

Dielectric Voltage withstood (V) DC 2200 40 Ft Container  624Pcs 

  20 Ft Container 312Pcs 

Temperature Coefficient of Isc: 0.08%/℃           Temperature Coefficient of Voc:- 0.32%/℃ 

NOCT:46±1℃                                 Power Temperature Coefficient:- - 0.38%/℃ 

 

 


