CEC DESRH SEMICERE VSRIZIARE <D SOLAR BRI RIS
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EHHEBSZSE (STC) / Rear Electrical Parameter(STC)

19.39%

4 1| =2 =3 ;
AES IhEEE FEESZSE (STC) / Front Electrical Parameter(STC)
= Model of PV Module Power Range
HH CETC-xxxMB/72 | 360-380W E&/Model 360M 365M 370M 375M 380M
o . . RAINE/Maximum power 360 365 370 375 380
Monocrystalline Bifacial Double-glass - . BHRY (om)
T {E = E/Working point voltage 3852 3864 3888 39.12 39.36
Module (72 Cells) —_—
T {Es=H3%/Working point current 9.35 9.45 9.52 9.59 965
. ‘7 T 1] FFE&EEE/Open circuit voltage 46.89 47.00 47.10 47.20 47.30
3 6 O - 3 8 OW . ‘ | F8 8 Bt/ Short circuit current 9.66 9.72 9.78 9.84 9.90
A 3%z ‘ i B E/PV module efficiency 18.44% 18.70% 18.95% 19.21% 19.39%
| INER / Output power
REMIR S AF/Standard test conditions (RSREAM1.5, GRRET000W/n, ittiRE25C )
- Atmospheric quality Am1.5, Irradiance 1000w/, Cell Temperature 25C

==

E—

B S /Model 360M 365M 370M 375M 380M
BREE / Maximum efficiency
S AINE/Maximum power 254.68 258.21 261.75 265.29 268.82
' ‘ T {EREE/Working point voltage 38.82 38.94 39.19 39.43 39.70
\ / ‘ T {E A/ Working point current 6.56 6.63 6.68 6.73 6.77
~ + <

FF#& B E/Open circuit voltage 46.29 46.40 46.50 46.60 46.70

3%7 (= e - —

INE/NZE / Power tolerance = =
F2EE I/ Short circuit current 6.78 6.82 6.86 6.90 6.95

EZTRERPORMESBHATRE—RAN, BARENPRIENRND, RETRLAMELERA.

— hs The Electrical performance parameters are neither just referred to one PV panel, nor are a part of the contract; They are only used as reference.
PID{RIE i
@ 1" 1L / PID Resistant Guarantee
- L FIRRE R AT R BPIDRE . HUSEL / Mechanical Parameters
@EE’\] , [u]n| *I:I {Zk,%'LIE:E; Strict selection of encapsulation materials and without frame design eliminates PID risk.
. . . AR / Module size 1976%992*6mm
Comprehensive product certification and
i i —h Sl
system certification @ I%I‘I&ﬁﬁ / High Returns R I8 / Number of solar oolls 72K (612)
IEC 61215 IEC 61730 N 5 se
R BEREHIINRE, RIHRERE. = / Weight 28Kg +5%
[EC TS 62804(#71PID/PID Resistant) Provide additional i th o " . tment S [ 2
. . rovide aaaitional power generation on the rear 10 Increase return on investment. - 2y o . o8
IEC 62716(fi{&=,/Ammonia Corrosion) 42 / Junction Box P67, FEMC4A
IEC 61701(fif£hZE /Salt Spray Corrosion) = % P ) A #4191 - VR £ 245 / Cables 4mm?, £H300mm (RIS / Customizable)
EC TS 62041 (RARBIAER @ =) AF AP / Long Life |-V Curves of PV Module
PV quality I\/Ianagement S/stem) 3035?2,"‘%5&{%’ Eﬂ:& E’\]EEE}EX$, %HT&Q’S\‘H&E R ' ! ! ' BUIRIZEE / Front plate glass 25mm, #BH, BRIEMTIRES/2.5mmUlra white&Minus reflection film toughened glass
10k Incident imad. = 1000 Wim2
ISO9001:2015( TR 2 / 30-year linear warranty, lower power attenuation rate, increased return on investment. I /Rear plate glass 25mm, H4RAIREE/2.5mm, semi-toughened glass
Quality Management System) . et = 500 Wi
2rpo =EIE . Inclden Irad. = 600 Win2 FE&$S3T / Static load on the front 5400Pa
ISO14001 (FHEEIRAR/ ﬁ JB 73 / Self Cleaning ]
Environmental Management System) e, TENEEEEEA (LIS TR TS oSl hd. =920 Wi EEHSEA / Static load on the back 2400Pa
. 7. A ERIKIBTRIR , RIPGS R MEENINERE T
OrSAS18001 (Rl R SEEMAR/ Excellent and reliabl § | ti t/h hnol t tabl tput i ——
. xcellent anad reliable glass coating technology to ensure stable power output In severe _
Occupational Health and Safety Management System) onvironment. - . - " | E138i55 (Packaging&Transpart)
Vohegs [V]
J— j— JOREEEEFEITH / 40HQ container transport 33 Pcs/box x 22 box = 726 Pcs
|| 4 ;; %}‘M“\N 10 o 30 , — SHER9P- Vil
y/ 7 ‘. ‘." \ ] E F an ,ﬁ ‘% ° E ﬁ E Ij] - {% 1E P-V Curves of PV Module 17.5%%ia% / 17.5m truck transport 33 Pcs/box x 30 box = 990 Pcs
SR \ i \ a\CS&' 10 Year Product Warranty - 30 Year Linear Power Warranty T T ; T
k (-be
— SBFESEY / Temperature Parameter RPRSEN / Maximum Ratings
o TERE _40~+85
/@\ MO U Working te/?rn\perature 4=E85C
W 3 b _— EXNZ "‘t" & o 1500VDC
| FEEBE(Voo) BERM e TR
1S09001 T T T T Temperature coefficient of open circuit voltage(Voc) T
E# Year 5 . -0 - ' N . JE—
' 1 : 0 : fERB T (so RERY TS BARRLIERR o
B XKEFEER T AR A Temperature coefficient of short circuit voltage(lsc) : Maximum fuse rated current
Red solar Occupation standard
SR AR RRHBIRA S I F2008%, MORRETEEERERASSALRR 2TERTRIRERGRAS (R50038) MAMASM, ASEED. L5 Kipg  Hht/Address: MEEKIDHRL KT HEE10255/1025, Xinkaipu Road, Tianxin District Changsha City, Hunan Province.
BRNEFTEM, BRI1GWESRAGSRETEN, REMME CURBETIUATRE) ki, 28 SRAMHEYRWE"—RIAIE. Changsha base fx =755/ Tel: +86 731 85380575 (EF7/Abroad) +86 731 85401416 (EIPY/Domestic)
Hunan Red Solar New Energy Science and Technology Co., Ltd‘. s estabh’s»hed in 2008 and th‘)‘\lyfowr?ed by CETC E\ectronics Equipment Group Co., Ltq. mgmber‘of China E\ectronics Technp\ogy . ik /Address: jt?ﬁﬁéw\\Ei‘émEE—{MKF‘&U%M)—‘%%Z%G%/NO.G, Xingguang 2nd Street, Opto Mechatronics Industry Base Tongzhou District,
Group Co., Ltd. (Fortune Global 500). The company has two production bases in Changsha and Beijing, which have high-efficiency intelligent module production lines with annual production capacity of JtEEH Beiiing Cit ..
1Gw, The company is the first batch of enterprises that meet the requirements of “Photovoltaic Manufacturing Industry Specification“. The monocrystal and Polycrystal PV module are all certified as Beijing base ling Y 27 28
“top runner”. BER 530/ Tel: +86 10 81504639 (ERF/Abroad) +86 10 81504639 (EI/Domestic) - AN




