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AFP - 60 - 260 SERIES / 250W -270W

ELECTRICAL Characteristics |Unit AFP-250 AFP-260 AFP-270 s E § i
FE T m— 3 ‘ Y

Rated power at STC (P_ ] W 250 260 270 ’ I

Power Tolerance W 0~5W 0~5W 0~5W

Power Maximum at STC W 254.99 264.99 274.99

Cell Eficiency (n ) % 17.8 18.1 18.4

Module Efficiency (n ) % 15.5 15.8 16.1 - 8 5 g

Open Circuit Voltage (V, ) % 37.1 37.2 38.2 T I 1 i

Short Circuit Current (I) A 8.92 9.06 9.10

Maximum Power Voltage [Vmp] \% 30.3 311 31.9

Maximum Power Current (I ]~ A 8.28 8.38 8.49

Maximum System Voltage v 1000(TUV], 600(UL] =

Maximum Series Fuse Rating A 18

STC: Irradiance 1000W/m2, module temperature 25°C, AM=1.5;

Power measurement tolerance: +/-3%

Temperature Characteristics Performance Warranty

Current [A]

e
P Temperature Coefficient -0.40%/°C
s 1 Year Output 97.5%  2-24 YEAR decrease < 0.7% 25 Years Output 80.7%
V __ Temperature Coefficient -0.33%/°C
& 100%
. Temperature Coefficient +0.04% /°C 5;
§ 90%
Operating Temperature -40~+85°C ‘E
_ _ 3 80%
Nominal Operating Cell Temperature (NOCT) 45+ 2°C
Container 20 ft 40 ft Mechanical Specifications
Pieces per pallet 20 20 External Dimensions 1645 x 984 x 30mm
Pallets per container 12 28 Weigh 24.0kg
Pieces per container 240 560 Solar Cells Polycrystalline 156x156mm (60pcs)
Front glass 2.5mm tempered glass, low iron
Current-Voltage & Power-Voltage Curve
Back glass 2.5mm tempered glass, low iron
ot tomp: Tnzc?;;‘?u Irrad I= 1000 Wim?
ol o oL N | Junction Box P67
Incident Irrad. = 800 W/m* 2083
6 identinad. = 600 Wit _ 6 Output Cables 4.0mm?, symmetrical lenghs 900mm
Incident Irrad. = Im?’ 1532 §
N Incident Irrad. = 400 W/m? 990 W S Incident Irrad. = 1000 Wim? Connector MC4
Cells temp. =75 °C, Pmpp =214.4 W
L e e\ | ERES R B
iS T 1 Maximum Snow Load 5400 Pa
o F O ® E ¥ ® w4 G g 0w ow m m o ® & @ Maximum Wind Load 2400 Pa
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