
PS-72-(350W-390W)

390 Wp
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ELECTRICALELECTRICALELECTRICALELECTRICAL CHARACTERISTICSCHARACTERISTICSCHARACTERISTICSCHARACTERISTICS ATATATAT STCSTCSTCSTC
Maximum Power (Pmax)

Open Circuit Voltage (VOC)

Short Circuit Current (ISC)

Voltage at Maximum Power (Vmp)

Current at Maximum Power (Imp)

Module Efficiency (%)

Operating Temperature

Maximum System Voltage

Fire Resistance Rating

Maximum Series Fuse Rating

350W 355W 360W 365W 370W 375W 380W 385W 390W

47.2V 47.4V 47.6V 47.8V 48.0V 48.2V 48.4V 48.6V 48.8V

9.57A 9.64A 9.71A 9.78A 9.85A 9.92A 9.99A 10.06A 10.13A

38.6V 38.8V 39.0V 39.2V 39.4V 39.6V 39.8V 40.0V 40.2V

9.07A 9.15A 9.24A 9.32A 9.40A 9.47A 9.55A 9.63A 9.71A

18.04 18.30 18.55 18.81 19.07 19.33 19.58 19.84 20.10

-40°C to +85°C

1000V DC/1500V DC

Type 1(in accordance with UL 1703)/Class C(IEC 61730)

15A
STC: lrradiance 1000W/m2, Cell temperature 25°C, AM1.5

EEEELECTRICALLECTRICALLECTRICALLECTRICAL CHARACTERISTICSCHARACTERISTICSCHARACTERISTICSCHARACTERISTICS ATATATAT NOCTNOCTNOCTNOCT
Maximum Power (Pmax) 261W 264W 268W 272W 276W 279W 283W 287W 291W

Open Circuit Voltage (VOC) 43.7V 43.9V 44.1V 44.3V 44.5V 44.7V 44.9V 45.1V 45.3V

Short Circuit Current (ISC) 7.75A 7.81A 7.87A 7.92A 7.98A 8.04A 8.09A 8.15A 8.21A

Voltage at Maximum Power (Vmp) 35.5V 35.7V 35.9V 36.1V 36.3V 36.5V 36.7V 36.9V 37.1V

Current at Maximum Power (Imp) 7.36A 7.40A 7.47A 7.54A 7.61A 7.65A 7.72A 7.78A 7.85A
NOCT: Irradiance 800W/m2, Ambient temperature 20°C, Wind Speed 1 m/s

MECHANICALMECHANICALMECHANICALMECHANICAL CHARACTERISTICSCHARACTERISTICSCHARACTERISTICSCHARACTERISTICS
Cell type Monocrystalline 6inch

Number of cells 72 (6x12)

Module dimensions 1956x992x40mm (77.01x39.06x1.57inches)

Weight 21kg (46.3lbs)

Front cover 3.2mm (0.13inches) tempered glass with AR coating

Frame Anodized aluminum alloy

Junction box IP67, 3 diodes

Cable 4mm2 (0.006inches2), 1000mm (39.37inches)

Connector MC4 or MC4 compatible

TEMPERATURETEMPERATURETEMPERATURETEMPERATURE CHARACTERISTICSCHARACTERISTICSCHARACTERISTICSCHARACTERISTICS
Nominal Operating Cell Temperature (NOCT) 45°C±2°C

Temperature Coefficients of Pmax -0.38%/°C

Temperature Coefficients of VOC -0.29%/°C

Temperature Coefficients of ISC 0.052%/°C

PACKAGINGPACKAGINGPACKAGINGPACKAGING
Standard packaging 27pcs/pallet

Module quantity per 20’ container 270pcs

Module quantity per 40’ container 648pcs(GP)/708pcs(HQ)

IVIVIVIV CURVESCURVESCURVESCURVES

Current-Voltage Curves at Different
Temperatures

Current-Voltage and Power-Voltage Curves
at Different Irradiances


