
CAPITOL OF SOLAR ENERGY

Module Eff�c�ency

YEARS YEARS
L�near Power Warranty

12 YEARS PRODUCT WARRANTY
12 years 91.2% of the nom�nal power output.

30 YEARS LINEAR POWER WARRANTY
30 years 80.6% of the nom�nal power output.

POSITIVE POWER TOLERANCE
Pos�t�ve power tolerance of 0~+5W

PID FREE
IEC 62804 Potent�al �nduced degradat�on
(PID) res�stance.

W�thstand w�nd loads up to 2400Pa
W�thstand snow loads up to 5400Pa
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L�near performanca warranty from AnkaraSolar
Standard performance warranty

IEC 61215 - IEC 61730 - IEC 61701 - IEC 62716 - ISO9001:2008 - ISO14001:2004 - OHSAS18001:2007
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Nom�nal Operat�ng Cell Temperature (NOCT)

Temperature Coeff�c�ents of Pmax
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Standard packag�ng

Module quant�ty per 20’ conta�ner

Module quant�ty per 40’ conta�ner
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ELECTRICAL CHARACTERISTICS AT (STC)

ELECTRICAL CHARACTERISTICS AT (NOCT)

MECHANICAL CHARACTERISTICS

ENGINEERING DRAWINGS IV

3.2mm Tempered Glass EN12150 

23 kg

Anodized Aluminum Alloy
pcs/pallet

pcs
pcs

TEMPERATURE CHARACTERISTICS

PACKAGING

STC: Irrad�ance 1000W/m2, Cell temperature 25°C, AM1.5

NOCT: Irrad�ance 800W/m2 , Amb�ent temperature 20°C, W�nd Speed 1m/s


