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LINEAR PERFORMANCE KEY FEATURES »>»

WARRANTY

12 Years Product Warranty 25 Years Linear Power Warranty
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Comprehensive Certificates

IEC 61215, IEC 61730, UL1703, CEC Listed, MCS and CE
1SO 9001:2008: Quality management systems
ISO 14001:2004: Environmental management systems

BS OHSAS 18001: 2007: Occupational health and safety management
system

Environmental policy: The first solar company in China to complete
intertek’ s carbon footprint evaluation program and receive green
leaf mark verfication for our products

Reliable Quality

Positive power tolerance: 0~+5W
100% EL double-inspection ensures modules are defects free

Modules binned by current to improve system performance
Potential Induced Degradation (PID) Resistant




SPECIFICATIONS

Module Type EL-530M-72H | EL-535M-72H | EL-540M-72H | EL-545M-72H EL-550M-72H

NOCT NOCT NOCT NOCT NOCT
Peak Power (Pmax) 530W  396W 535W  400W 540W 404w 545W  408W 550W 412w
Peak Power Voltage (Vmpp) 41.81V  38.39V 41.92V 3849V 42.03V 3859V 42.14V  38.69V 42.25V 3879V
Peak Power Current (Impp) 12.68A 10.32A 12.77A 10.40A 12.85A 10.47A 12.94A 10.55A 13.02A 10.63A
Open Circuit Voltage (Voc) 49.76V  45.78V 49.87V  45.88V 49.98V 4598V 50.09V  46.08V 52.20V  46.18V
Short circuit Current (Isc) 13.31A 11.09A 13.40A 11.18A 13.50A 11.26A 13.60A 11.35A 13.69A 11.44A
Component Efficiency (%) 20.50% 20.69% 20.89% 21.08% 21.27%

STC(Standard Testing Condittions): Irradiance 1000W/m?,Cell Temperature 25°C,AM1.5
NMOT(Nominal Moudule Operating Temperature): Irradiance 800W/m?Ambient Temperature 20°C,Wind Speed 1m/s
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Standard Working Temperature (Noct) 41+3°C
113042

Peak Power Temperature Coefficient -0.38%/°C M
Temperature Coefficient of Open Circuit Voltage -0.29%)/°C

Short-circuit Current Temperature Coefficient +0.05%;/°C @w
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Working Temperature -40°C to~+85°C s ® 58 g

Maximum System Voltage DC 1000V/1500V (IEC)

Maximum Fuse Rating 20A el

n;’}n
Power Tolerance 0/+5W
8¢42mm
Ground Hole
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Cell Type 182*91mm Mono

Cell Orientation 144 (6X24) I-V Currve ///////////

Module Dimension 2288*1130*40mm Current-Voltagéatier(S5awre 20°C

Weight 29.0kg Curent (A) Wind Speed 1m/s Irradiance 1000W/m?
Front 3.2mm high transmittance,reinforced glass .: / ) celiTemperature 25°C

- AM=1.5
Aluminum Frame Anodized Aluminium Alloy = 800W/nt \\
\
Junction Box IP68 (3 Bypass Diodes) N soow/m \\
\ \\\ Irradiance 800W/m?
Cables 4.0mm? < iy \\\\\‘ (4]
. . YT S\l
n : 3
Positive(+) 300mm, Negative(-) 400mm - 1 1 1 1 \\l\\‘\\l iy
Wire length can be customized 0 10 20 30 40 50 60

Plug Connector MC4 compatible connector Packaging Modules per Pallet: 27pcs
i i Modul 40’ HQ Container: 540pcs
Maximum Mechanical Load Front 5400Pa/Back 2400Pa COI‘IfIgUI’atIOI'I odutes per RS 0reg

* Power measurement tolerance: £ 3%

Electrical data in this catalogue do not refer to a single module and they are not part of the offer. They only serve for comparison among different module types.




