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100 W Solar Panel

Model

Maximum Power at STC (Pamx)
Optimum Operating Voltage (Vmp)
Optimum Operating Current (Imp)
Open-Circuit Voltage (Voc)
Short-Circuit Current (Isc)
Operating Temperature

Maximum System Voltage
Maximum Series Fuse Rating

STC :Irradiance I000W/m?
Modules Temperature : 25°C
Am:15

Power Tolerance

e SolarCell
e No.of Cells
e Dimensions

e Weight
: AWSST100W e FrontGlass
: 100W e Frame
: 18.78V e Junction Box
t 5.34A e Nominal Operating
1 22.64V Cell Temperature
: 571A
: (-40to 85°C)
: DC1000
: 15A
: +/-3%
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We bring you good tiding of great joy

ABA Electricals Pvt. Ltd.

12/17. Kovai Garden, Kovaipudur,
Coimbatore 641 042, Tamil Nadu
P: 0 85920 34476

E: abaelectricalsco@gmail.com

SOLAR PANEL

Mechanical Characteristics

. Poly-Crystalline 156X104mm
: 36 (4X9)

: 1000mm X 670mmX30mm
. 8kgs

: 3.2mm Tempered Glass

: Anodized Aluminium Alloy

: PV-LHO808

INNOIATIVE
German Technology

Live Solar Power Generation

T™

. We bring you good tiding of great joy

1 47°C+/-2°C

5 Performance
YEARS WARRANTY ==

FIRST TIME IN INDIA

Arts : 800 44 170 37

FOR INSTANT USE
Standby Storage for Off-Grid Use
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