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High Module Efficiency

Salt Mist Corrosion Protect
Ammonia Resistance
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Electrical Characteristics
TYPE RS350M6-72 RS355M6-72 RS360M6-72 RS365M6-72 RS370M6-72
_ POwEROUTPUT 3O 3 0 %8s 370
- MAXPOWER TOLERANCE 0-5W 0-5W 0-5W 0-5W 0-5W
1000W/M"  MODULEEFFICIENCY (%) - 180 183 186 188 191
Module VOLTAGE MPP Vmpp 38.41. 38.63 38.88 39.03 39.24
L] =] = Lo UL R T e e
25°C  CURRENTMPPImpp (&) o1 919 92 934 943
AM.1.5 VOLTAGE OPEN CIRCUIT Voc 47.78 47.97 48.07 48.24 48.37
'SHORT CIRCUIT CURRENT Isc (A) g4 956 964 971 ¢ 98
__POWEROUTPUT 26492 2687 27248 27627 28005
BOOW/M® oo VOLTAGEMPPVMpp (V) saa1 M6t %8 OIS
Environment _ CURRENTMPPImpp (&) 77 rre o re re0 T
Temperature VOLTAGE OPEN CIRCUIT Voc (V) 43.63 43.80 43.90 44.05 4417
iol\,f1 5 SHORT CIRCUIT CURRENT Isc (A) 8.07 813 8.20 8.26 8.6
_TEMPERATURE COEFFICIENTS Isc (%/°¢) | 6os0
_TEMPERATURE COEFFICIENTS Voc (%/°¢) . -033%4
TEMPERATURE COEFFICIENTS Pmpp (%/°¢) -0445
NOCT (°C) 45+2°C

Mechanical Data

Working Conditions

DIMENSIONSOF MODULE 1956*992*40

'WEIGHTKg) 220
CABLE  TUVCertifid 4mm’
GLASS High transmission glass 3.2mm

Packaging Configuration

Loading Capacity 616 PCS/20GP

Contact Information

Jiangsu Runda PV Co.,Ltd.

Tel: +86-0510-83801000
Web: www._rundapv.com

Fax: +86-0510-83802000
E-mail: sales@mrundapv.com

Add: Yanxiang Road 108, Ehu Town, Xishan District, Wuwxa City, Jiangsu Province, P.R.China
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_MAXSYSTEM VOLTAGE (VDO) 1so0v
REVERSECURRENT 25
_MECHANICALLOAD  2>400Pa
__OPERATING TEMPERATURE (C) 40~+8
APPLICATION CLASS A
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PV MODULE:JIANGSU RUNDA,RS350M6(B)-72
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