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® RS265M(B)-96 Jiangsu Runda PV Co.,Ltd.
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High Module Efficiency

Salt Mist Corrosion Protect
Ammonia Resistance
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RS270M(B)-96 APV

®RS260M(B)-96 RUNDA SOLAR
® RS265M(B)-96 Jiangsu Runda PV Co.,Ltd.
® RS275M(B)-96
® RS280M(B)-96 . L.
Electrical Characteristics
TYPE RS260M-96 RS265M-96 RS270M-96 RS275M-96 RS280M-96
,,,,,,,,,,,, POWEROUTPUT 260 265 270 276 280
stc ] MAXPOWER TOLERANCE 0-sw o-5w o-5w_ 0-sw ! 0-5W
'{AOOQ)V‘I//M MODULE EFFICIENCY (%) 15.4 15.7 16.0 16.3 16.6
odule T T e
Temperature ... VOLTAGEMPPVmpp490493495 ,,,,,,,,,,,,,,,,, a7 504
25¢c CURRENT MPPImpp (A) 531 .. ..%s88 1 545 5% 556
AN VOLTAGEOPENCIRCUITVoc 607 608  e10 612 616
SHORT CIRCUIT CURRENT Isc (A) 5.69 5.75 5.83 5.87 5.91
POWER OUTPUT 196.8 200.6 204 .4 208.2 211.9
N O C T T T T TmTmmmTmmmmoonmmoomoonooeeees
800w/M° . VOLTAGEMPPVmpp (V) 439 441 444 446 451
Environment CURRENT MPP Impp (A) 4.49 4.55 4.60 4.67 4.70
[SMPeratit® VOLTAGE OPEN CIRCUITVoc (V) 854 556 857 559 562
AM.1.5 SHORT CIRCUIT CURRENT Isc (A) 4.84 4.89 4.96 5.00 5.03

NOCT () o 4B®2C
Mechanical Data Working Conditions
DIMENSIONSOF MODULE 1580*1069*45mm | MAXSYSTEM VOLTAGE (VDCO) . 1000V
WEIGHTKg) 25 SERIES FUSERATING 10A
CABLE TUV Certified 4mm’ | MECHANICALLOAD 25400Pa
GLASS High transmission glass 3.2mm | OPERATING TEMPERATURE(°C) - -40~+85
JUNCTIONBOX 3Bypass-Diode . APPLICATION CLASS . A
TYPE OF CONNECTOR  Compatible with MC 4 plug I-V CURVES
Packaging Configuration
PV MODULE:RUNDA,RS270M-96
Loading Capacity 240 pcs/20GP "[celld temp=25¢ T '+ T+ T o= T T~ T T ]
”””””””””””””””””””””””””””””””””” 616pcs/40HC sl INCIDENT IRRAD.=1000W/M?2 ]
5 INCIDENT IRRAD. = 800W/M?2 -
4} -
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- INCIDENT IRRAD. = 200W/M? ]
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