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25.6V18Ah Outdoor Power Supply 
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25.6V 18Ah Outdoor Power Supply 

No. Items Parameter 

1 Product Model PC-25.6V18Ah 

2 Normal Voltage 25.6V 

3 Rated Capacity 18.2Ah (Discharge at 0.3ItA, 16V cutoff after standard charge) 

4 Min. Capacity 18Ah (Discharge at 0.3ItA, 16V cutoff after standard charge) 

5 Energy About 460.8Wh 

6 Internal Resistance ≤30mΩ 

7 Size L (270±1)mm *H(150±1)mm*W(155±3)mm 

8 Weight ＜6.5kg 

9 Shell Material CRS 

10 Charge Voltage 29.2±0.2V 

11 Standard Cutoff Voltage 16V 

12 Charge Current ≤6A 

13 Charging Cut-off Current About 100mA 

14 Discharge Current 
Normal Current  18A 

Instantaneous Discharge 54A(＜5s） 

15 Max Discharge 72A（＜1s）  

16 
Discharge Working 

Temperature 
 -20~55℃ 

17 
Charge Working 

Temperature 
0~45℃ 

18 
Charge Current Pulse 

(50% SOC, 10s) 
18A(≤30min） 

19 Fast Charge 20A(≤15min） 

20 Charge Retention  

After charging according to standard,  

Charge the battery with lithium ion battery special test cabinet, with 

standard charging voltage, standard current, constant current and 

constant voltage, charging to the current dropping to 0.05A;  

placing the battery for 28 days under the standard test conditions;  

Discharge the battery with lithium ion battery special test cabinet, 

then discharge it under standard discharge to standard discharge 

cutoff voltage with standard current, constant discharging or until 

the battery stops, and the charge retention rate is ≥80%. 

21 Cycle time 
The cycle life is not less than 2000(0.5C)times, the capacity 

retention rate is ≥80%. 

22 DC socket Discharge:XT90 Charge:XT90 

23 BMS model 8S 25.6V40A 
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