AC/DC Hybrid Series
MEH160/MEH200/EH120/EH120-ES/EL2415

Performance characteristics

+ Advanced MPPT charging technolegy, 15% to 30% higher than PWM charging efficiency.
+ Multi-peak tracking technelogy, higher tracking accuracy under shading conditions.

+ Boosting constant current algetithm, accurate load efficiency control.

+ Charge with accurate constant pressure algorithm, charging ripple will be lower and the service life of lithium

battery will be extended.
« Historical status record.
+ Available for all types of batterfes.

+ Multi-stage induction setting, more flexible lighting and electric quantity control.

Parameters

Models MEH160 MEH200 EH120 EH120-ES EL2415

R: =10mA/LIZY ; < TmAf24Y Ri<10mA/L2V ; <15mA/24Y

Zeiloadions W <30mA/IZV; < ISmAIZ4Y Wi<3SMASLZY ; <A0mA/24Y

System voltage 1awvyz4av

Max load power BOW/ T2V TR0W/ 24V 1D0W/ T2V 200024V BOW T2V T 20W/24v 1B0WY1 2V [ 360W/ 24V
Load output voltage T5Y ~ 754 15V ~ B0V ; 30% ~ 60V 24V

Load periods 9 periods + predanin L] It?ahgiyrsv?anngmgfuedas
Mavirnurn charging cumrent I5A 204 I5A

zit’f‘iiraf‘?e'"‘ax P ol T2V ADOW 24V 260V ZV,52 0% 20 2251 2V,5 vy 240

I[_EOLageEr‘ireEsL)“t voltage drop i 7 <500mY
Salar panel input voltage 285V 255V

Load conversion efficiency 30% ~ 36%

Load current accuracy < 3%

Overvoltage Lead-arid battary 16Y; Lithium batterychanga voltage+2v; x2/24v

Equalizing charge voltage Lead-arid battery:14.6V; Lithium battery:No egualizing change;x 2/249v

Equalizing charge interval 30 days

Boost darde voltage 7.50% - 17.00V setteble; x2,/24Y

Charging voltage
(lithiam battery)
Floating charge voltage

T30V ~ 1700V setteble; 2 /2407

{Lead- acid) TS50V -~ 17 .00V setteble; x2,/24%
[C“:'ﬁ(g;'g;;'{t;,;]°“age 750V - 17.00V setteble; x2/24V

over discharge valtage 750V ~ 17 00V setteble; x2/24V
E[‘,"f;;ei“ha’ge return 750V ~ 1700V setteble; x2 /244

Switching voltage F50W ~ 17 00V setteble; x2 /240

DC voltage input range 10 ~ 14v/12V system; 20~ 28V/24V system

Light control voltage 3w~ 11V x2/2qv

Z?’E?iﬁ‘#‘m compensation Lead-acid battery:-3 OMV/C/2V; Lithium battery:No temperature compensation
Light control delay 55 ~ B0s/2min ~ B0min

High temperature work 40°C~+30°C

Low temperaturs chamging 0°C~-35°C

Operating ternperature 3500~ +R5C

IPrating 1PeT

Weight (o) 780 a0
Dimensions (mm) 155+114 4%34 120%82%23
Installation size (mm) 123*102 106*75

Notice: -ES series products can be equipped with external body induction probe.
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