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Lower current and series resistance

Half Cell polycrystalline PV modules
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YEAR

YEAR WARRANTY

YEAR WARRANTY

Manufacturing Warranty

90% Power Output

80% Power Output

 Manufacturing and assembly of PV modules are performed only 
on East Asian enterprises from Bloomberg Tier 1 list.

 PV modules are tested and demonstrate high reliability in vari-
ous climatic conditions and in a wide range of insolation.

 
the world.

 
IEC61730, CE, ROHS, TÜV. 

 Manufacturing with international quality standarts and environ-
ment management system: ISO9001 and ISO14001.

 Maximum power and performance at minimal price ensure fast 
return of investments. 
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80% Power Output

AB-60MHC
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2-25 years decay＜0.68% annually on average
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in the p-n transition zone

Technology 
PERC

Busbars

N-Type semiconductor

P-Type semiconductor

Dielectric layer (passivation)

Local contact points on the 
back side

Back side contact

Increasing the absorption 
capacity of the photocell
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MECHANICAL DRAWINGS

TEMPERATURE CHARACTERISTICS

MECHANICAL SPECIFICATIONS

QUALIFICATIONS AND CERTIFICATES

STC NOCTirradiance: 1000 W/m2 irradiance: 800 W/m2module temperature: +25 module temperature: +20 AM=1.5 AM=1.5

Cell type Mono crystalline 

Dimensions (A×B×C) 1684×1002×35 mm

Weight 19.0 kg

Frame Anodized aluminium alloy

Junction IP67, 3 bypass diodes

 Connector MC4 Compatible

Output cables 4.0 mm², 900 mm

Nominal Operating Cell Temperature (NOCT) 45±2 °C

-0,39 %/°C

-0,3 %/°C

0.050 % /°C

Maximum System

 

Voltage 1500V DC(IEC) 

Maximum Series Fuse 20A

Operating Temperature -40~+85 °C

Maximum snow load 
5400 Pa

NOCT

AB330-60MHC AB340-60MHC

Maximum Power (Pmax) 330W 340W

Shot Circuit Current (Isc) 10.31A 10.55A

Open Circuit Voltage (Voc) 41.30V 41.70V

Maximum Power Current (Impp) 9.77A 9.96A

Maximum Power Voltage (Vmpp) 33.80V 34.20V

19,6% 20.2%

Power Tolerance 0~+3%

AB330-60MHC AB340-60MHC

Maximum Power (Pmax) 243.7W 248.7W

Shot Circuit Current (Isc) 8.33A 8.52A

Open Circuit Voltage (Voc) 38.06V 38.33V

Maximum Power Current (Impp) 7.84A 7.92A

Maximum Power Voltage (Vmpp) 31.10V

AB335-60MHC

335W

10.36A

41.50V

9.87A

34.00V

19.9%

AB335-60MHC

247.4W

8.37A

38.22V

7.88A

31.38V 31.39V

PL07

AB-60MHC

(IEC 61215)

 

Pieces per Pallet 

Pallets per Container 

Pieces per Container

Container 40’HQ

28

896

30(+4)

40’GP 

28

840

30

1684×1002×35 mm

PACKING CONFIGURATION 


