


(585W)

585.00

45.23

12.93

53.83± 3%

13.72± 3%

21.16

595.00

45.57

13.06

54.23± 3%

13.89± 3%

21.53

590.00

45.40

13.01

53.03± 3%

13.82± 3%

21.35

434.90

42.00

10.36

50.41± 3%

11.06± 3%

442.30

42.31

10.45

50.78± 3%

11.19± 3%

438.90

42.15

10.41

50.59± 3%

11.13± 3%

1500 V

25A

0~+3 W

-0.350%/℃

-0.285%/℃

+0.045% /℃

45±2℃

-40~+85℃

Maximum System Voltage（V）

Maximum Series Fuse Rating（A）

Power Tolerance

Pmax Temperature Coefficient（s W/℃）

Voc Temperature Coefficient（s V/℃）

Isc Temperature Coefficient（s A/℃）

NOCTNominal Operating Cell Remperature（℃）

Operating and Storage Temperature （℃）

182*91M ono

156（12*13）

2439*1133*35mm

30.70kg

3.2mmhigh transmission, low iron, tempered glass

Anodized Aluminium Alloy

IP67/IP68 3diodes

4mm² cable3 5cm（InlcudingM C4c onnector)

2400Pa/5400Pa

CellTy pe

No.o fC ells

Dimensions

Weight

FrontG lass

Frame

Junctionbox

Outputcables

MaxWindL oad/SnowL oad

20FT container

40HQ container

4 Packages/124pcs

18 Packages/558pcs

EAG585-39V-MH EAG590-39V-MH EAG595-39V-MH

EAG585-39V-MH EAG590-39V-MH EAG595-39V-MH


