Guaranteed Power Performance

GO WITH SUNSHINE

High Efficiency Half-Cell Mono PERC Module

495-515W
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ISO9001: Quality Management System

ISO14001: Environment Management System

ISO45001: Occupational Health and Safety
Management System

Product quality & process guarantee

Linear power guarantee

Annual Degradation Over 25 years




ELECTRIC CHARACTERISTICS

Type SG-MT50H-495 SG-MT50H-500
Max(i?nL]JamX/l\’A(;)wer 495 500
Open c(i\rlgii;\xoltage 515 517
Short cg{:cl}:)Curre”t 1221 12.28
A
“rower (mpp/A) L e
Modul(er!] ;’f)ﬁcency 205 20.7
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MECHANICAL CHARACTERISTICS

SG-MT50H-510
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SG-MT50H-515
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Cell type

Number of cells
Dimensions
Weight

Cables

Junction Box
Mechanical Loading
Glass

Frame

Connectors

Packing
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Temperature Ratings

PERC Monocrystalline 210x70 mm Temperature

Coefficient of Pmax -0.35%/°C
150cells
Temperature
; -0.27%/°C
2187x1102x35mm Coefficient of Voc °
Temperature
265kg Coefficient of Isc +0.046%/°C
4.0 mme, wire length: 300mm
Working Temperature -40°C~85°C
P68
Normal Module
5400 Pa Operating Temperature 45+2°C

(NMOT)

AII-VERE (515W)

Tempered, 3.2 mm AR, High transmittance, Low iron
Anodized aluminum alloy

MC4 Compatibility
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