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YEAR
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YEAR WARRANTY

Manufacturing Warranty

90% Power Output

80% Power Output

 Manufacturing and assembly of PV modules are performed only 
on East Asian enterprises from Bloomberg Tier 1 list.

 PV modules are tested and demonstrate high reliability in vari -
ous climatic conditions and in a wide range of insolation.

 
the world.

 
IEC61730, CE, ROHS, TÜV. 

 Manufacturing with international quality standarts and environ-
ment management system: ISO9001, ISO14001 and OHSAS18001.

 Maximum power and performance at minimal price ensure fast 
return of investments. 

 -
rateed.

To Module” loss.

6% Less Internal Power Loss due to shorter ribbon 
length.

50% Higher Yield due to better shading response

Twice Less Mismatch Loss due to double internal 
strings of cells.

Backsheet EVA

EVA

Glass

String

Local contact points on the 
back side

 

Power tolerance (0~+4.99%) to ensure the high reliability 
of power output

wind loads (2400 Pa) and snow loads (5400 Pa)

Special PV Module Insurances by world leading 

investors and PV module users

Junction box and bypass diods guarantee the 
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MECHANICAL DRAWINGS

TEMPERATURE CHARACTERISTICS

MECHANICAL  SPECIFICATIONS

QUALIFICATIONS AND CERTIFICATES

STC NOCTirradiance: 1000 W/m2 irradiance: 800 W/m2module temperature: +25 module temperature: +20 AM=1.5 AM=1.5

Cell type Perc Mono crystalline  

Number of cell 120(2x20)

Dimensions (A×B×C) 1909x1134x35mm

Weight 23.0 kg

Font glass High transmission tempered glass     

Frame Anodized aluminium alloy 

Junction Box IIP68

Connector MC4 / MC4 Compatible

Output cables 4mm² (IEC) Length

Nominal Operating Cell Temperature (NOCT) 45±2 °C

-0,39 %/°C

-0,29 %/°C

0,049 % /°C
Operating Temperature -40~+85 °C

Maximum snow load (IEC 61215) 5400Pa

NOCT

AB455-60MHC

Maximum Power (Pmax) 455W

Shot Circuit Current (Isc) 13.97A

Open Circuit Voltage (Voc) 41.48V

Maximum Power Current (Impp) 13.04A

Maximum Power Voltage (Vmpp) 34.93V

21.0%

AB460-60MHC

460W

14.04A

41.63V

13.13A

35.08V

21.2%

AB465-60MHC

465W

14.11A

41.78V

13.22A

35.23V

21.5%

AB470-60MHC

470W

14.18A

41.93V

13.30A

35.38V

21.7%

Power Tolerance (0~+5W)

Maximum Power (Pmax) 

Shot Circuit Current (Isc)

Open Circuit Voltage (Voc)

Maximum Power Current (Impp)

Maximum Power Voltage (Vmpp)

PL05

Based of nominal power (Pnom)
25-year tranferrable power output warranty:
95% - 5 years; 90% - 12 years; 85% - 18 years; 80% - 25 years
10-year material and workmanship

Eastern Europe CIS

18051 Biscayne Blvd, #1904, 
Aventura, FL 33160, USA
+1 305 504 2302

ul. Józefa Ignacego Kraszewskiego 
36/128, 30-110 Kraków, Poland
+48 012 307 25 43

9b, Simyi Sosninykh str., 03148 
Kyiv, Ukraine
+380 44 379 2889
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Pieces per Pallet 

Pallets per Container 

Pieces per Container

Container 40'HQ

16

744

31

1909×1134×35mm

PACKING CONFIGURATION 

Maximum Series Fuse

Maximum System Voltage 1500V DC(IEC)

25A

Current-Voltage
Curves 

1000W/m²

14

16

14

16

800W/m²

600W/m²

400W/m²

200W/m²

Power-Voltage
Curves 250C

100C

250C

400C

550C

700C

338W

11.27A

39.31V

10.21A

33.11V

342W

11.33A

39.46V

10.29A

33.25V

346W

11.39A

39.60V

10.36A

33.39V

350W

11.44A

39.74V

10.44A

33.53V

AB455-60MHC AB460-60MHC AB465-60MHC AB470-60MHC


