
Floating PV lnstallation
Module backside blocks moisture
permeability

Everlasting sustainable energy solution provider

Linear Performace Warranty
10 Years product warranty
25 Years linear performance warranty

Key Features

25
years

Certif ied Durability
5,400 Pa snow load
2,400 Pa wind load

5,400Pa

1,500V
Designed for UL and IEC 1,500V
Saving BoS costs

PID Free
Anti-PID Cell
Anti-PID encapsulation technology

PID
FREE

72cells
(320~350Watt)

Multi

Quality
ISO 9001:2015             ISO 14001:2015
OHSAS 18001:2007   ISO/TS 16949:2009
Bankability Tier1 PV module manufacturer

Certi�cates
Product
IEC 61215 / IEC  61730 : TUV / CE
IEC 61701 Salt Mist Corrosion Level 6
UL 1703 Fire Rating Type1

Optional Features
Perfect Black
Black anodized frame
Black back sheet
Black string ribbon

1,500V

http://solar.hansoltechnics.com
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22.5kg (49.6 lbs)

26 pcs

572 pcs

22
Anodized aluminum

3.2mm(0.13in) tempered glass

IP68, 3 diodes

MC4 compatible

Type 1 

Multi-crystalline, 6 inch

21.5kg(47.4 lbs)

29 pcs

638 pcs

72 (6 x 12)
1994 x 1000 x 35mm

(78.50 x 39.37 x 1.38in)
1994 x 1000 x 40mm

(78.50 x 39.37 x 1.57in)

(+)1200mm(47.24in), (-)1200mm(47.24in), 12AWG

Multi PD-AN1

(PD-AN1)
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Incident Irrad. = 1000 W/m²

Cells temp. = 25 °C

Incident Irrad. = 800 W/m²

331.2 W

265.5 W

198.8 W

64.3 W

131.5 W

Incident Irrad. = 600 W/m²

Incident Irrad. = 400 W/m²

Incident Irrad. = 200 W/m²
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