RS250P(B)-60 APV

®RS240P(B)-60 RUNDa SOLAR
© RS245P(B)-60 Jiangsu Runda PV Co.,Ltd.
® RS255P(B)-60

® RS260P(B)-60
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Certification — 5400Pa —

Salt Mist Corrosion Protect
Ammonia Resistance

High Module Efficiency

Jiangsu Runda PV Co.,Ltd.

®
TEL : +86-0510-86926600 FAX: +86-0510-86926601 : ?: ’: ’
WEB: www.rundapv.com E-MAIL: sales@rundapv.com RUNDA SOLAR

ADD : Beishan Road 9,Gushan,Jiangyin City,Jiangsu Province,P.R.China
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RS250P(B)-60 APV

® RS245P(B)-60 :
B) Jiangsu Runda PV Co.,Ltd.
® RS255P(B)-60
® RS260P(B)-60 . o
Electrical Characteristics
TYPE RS240P-60 RS245P-60 RS250P-60 RS255P-60 RS260P-60
,,,,,,,,,,, POWEROUTPUT 240 245 250 2565~ 260
B __MAXPOWER TOLERANCE 0-5W 0-5W | 0-5W 0-5W 0-5W
1000W/M" __MODULEEFFICIENCY (%) 4.9 152 185 59 182
#flodule VOLTAGE MPP Vmpp 29.7 30.0 30.2 30.4 30.7
tijoVOLTAGEMPPVmpp 207 300 . 802 304 307
Sone T CURRENTMPPImpp (A) 808 818 827 838 847
AM.15  VOLTAGE OPEN CIRCUIT Voc 37.3 . : 375 378 380 382
SHORT CIRCUIT CURRENT Isc (A) 8.60 8.67 8.75 8.83 8.91
wocr POWEROUTPUT 1817 1855 1893 193.1 196.9
goow/M” VOLTAGE MPP Vmpp (V) 274 2713 216 2r.8 280
Environment CURRENT MPP Impp (A) 6.71 6.79 6.87 6.96 7.03
Temperature
20°C _VOLTAGE OPEN CIRCUIT Voc (V) 339 341 843 345 3471
AM.1.5 SHORT CIRCUIT CURRENT Isc (A) 787 748 180 rST 783
TEMPERATURE COEFFICIENTS Isc (%/°¢C) 008
TEMPERATURE COEFFICIENTS Voc (%/°Q) 0352
TEMPERATURE COEFFICIENTS Pmpp (%/°C) 0442
NOCT (O L .....452C
Mechanical Data Working Conditions
1655*992*40/1640%992*40/
DIMENSIONSOF MODULE 1638*982*40mm | MAXSYSTEM VOLTAGE (VDC) ¢ 1000V
WEIGHT(Kg) 20.0 SERIES FUSE RATING 15A
CABLE TUV Certified 4mm® | MECHANICALLOAD 25400Pa
GLASS High transmission glass 3.2mm OPERATING TEMPERATURE (°|C)  -40~+85
JUNCTIONBOX 3Bypass-Diode  APPLICATION CLASS . A
TYPE OF CONNECTOR Compatible with MC4 plug -V CURVES
Packagmg Conflguratlon P———
. . S emese
L t
Loading Capacity 300pcs/20GP INCIDENT IRRAD.= 1060W/M?
,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 756 pcs/40HC(1640+992+40/1638*982*40). i
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 702 pcs/40HC(1656%992740) [ INCIDENT IRRAD. =800W/M*
el 2
§ INCIDENTIRRAD.=600W/M
£
. : 4 INCIDENTIRRAD.=4OOW/M2
Contact Information
P INCIDENT IRRAD.=200W/M? 45.4W
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