
PRODUCT SPECIFICATIONS

V65
Hard Plastic Baler
Designed and manufactured to meet the demands of specialist 
recycling plants, such as WEEE Recyclers, the V65 boasts dual-push 
compaction of up to 65 tonnes and can increase payloads from 10 to 
16.5 tonnes in one 40-foot container. From the UK to Russia to India 
to Australia, our V65 machines are baling hard plastics, CRT plastics, 
computer monitors and keyboards, tyres, metals, cardboard, car 
bumpers, soft plastics, paper, aluminium and even wool.

FEATURES

Extra-long stroke ram and extra retention 
fingers for optimal compaction and heavy-
duty wire tie

Heavy-duty door and clamp hinges

Increased payloadsHeavy duty bale kickerExternal power pack for ease of servicing

Bale Full indication system with last-chance 
cycle

Recommended for WEEE recyclers, 
specialist recyclers, electronics recyclers, 
tyres and metal crushing.



SPECIFICATIONS

OPTIONS

Bale size: 900mm H (variable) x 
1200mm W x 800mm D

Bale weight: 300–650 kg

Cycle time: 65 seconds

Compaction force: up to 65 tonnes, 
dual push

Security kit

Electronic weighing system

Special application conversions

Annual service contract

Dimensions: 3065mm H x 2005mm W x 
1260mm D

Power: 3 phase 380/440 volt. 11 Kw 
motor

Machine weight: 2840 kg

Noise level: 76 dB

Oil cooler

Oil heater

Horizontal option
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