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KK 500 Semi Automatic Horizontal Baler 
 

Bale Weight up to 650 Kg 
depending on material. Full 
chamber penetration for maximum 
compaction. State of the art 
electrics with push button controls. 
Large loading aperture (2m x 1m). 
Safe bale eject door. Reduced 
loading height (suits bulky 
material). Extremely efficient and 
reliable machine at a very 
competitive price. 
 
Features 
Quiet operation 
Fast cycle time 
Manual four wire tie 
Low maintenance 
 

 
 

SPECIFICATIONS 

Suitable applications Paper 
Card 
Plastic 
Cloth 
Metal Containers 

Dimensions (W x D x H) 1750 x 1170 x 3860 mm 

Depth with Door Open 2500 mm 

Machine Weight 2.2 Tons 

Feed Aperture (W x H) 1600 mm X 685 mm 

Bale Dimensions (W x D x H) 1525 X 760 X 1220 mm 

Bale Weight (depending on materials) 450 - 600 Kg 

Compaction Force 42 Tons 

Working Cycle 50 Seconds 

Motor Rating 10 Hp 

Electrical Supply 3 Phase, 32 AMP, Motor Rated, Neutral & 
Earth.400 V, 50 Hz 

*Please note specifications and product photos may vary. 
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