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Specification
Our CHB45 Semi-Automatic Baling Press is ideal for those 
seeking to minimise the space taken up by waste products and 
make it more manageable.

With fast cycle time, large loading aperture, heavy duty 
compaction and low noise levels, our CHB45 Semi-Automatic 
Baler is also the perfect choice for those keen to reap the benefits 
of recycling whether improving your carbon footprint or receiving 
payment for any recycled materials.

The balers are easy to operate, safe to use and backed by a 
network of our own engineers to ensure maximum reliability.
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CHB45  
Semi-Automatic 
Baling Press

Compaction Force 54 Tonnes

Power Requirement: RCD Protected 3-phase earth and neutral 415v/32 amp with D Type motor rated breakers 
terminated within 2 metres of machine.

Motor 11kW/15kW/22kW

Noise Level 70dB at 3m From Unit

Cycle Time 90/60/40 Seconds

Loading Aperture 1320mm x 1045mm (11/15kW)/1260mm x 1045mm (22kW)

Maximum Bale Size 750mm x 1150mm x 1040mm

Bale Weight 450-500kg (Depending on material)

Overall Length 6400mm

Overall Width 1600mm

Main Frame Height 2400mm

Variant Shown With Loading Chute

Technical Information

Minimise Your Waste Maximise Your Savings


