
NPA100S-12SFM-BLK

30 Cell
Monocrystalline Module

100W
Power Output

20.13%
Maximum Efficiency

Monocrystalline Module

Six pre-drilled holes keep the 
installation quick and easy

Easy Installation

Only 3.8lbs, 0.08inch thin, less 
than conventional solar 

panels, making 
transportation and 

installation a breeze. 

Ultra Lightweight

IP68 waterproofing, 
high-efficiency monocrystalline 

solar cells with advanced 
high-temperature soldering 

features low encapsulation loss, 
lower operating temperature, 
and higher output, hyper-cell 

string ribbons.

Excellent Quality

Suitable for 12-volt battery 
charging. Multiple panels 
in series to charge 24/48 

volt batteries. Easily 
installation with the solar 

controller/regulator for all 
types of applications.

Wide Range
of Application

2400Pa 1-Year Limited Material and Parts Workmanship WarrantySnow load: Warranty:



*Specifications subject to technical changes and tests. 
   NEWPOWA reserves the right of nal interpretation.

STC: 1000W/m² Irradiance, 25°C module temperature, AM1.5g spectrum according to EN 60904-3

Power Output(W)

Voltage MPP Vmp(V)

Current MPP Imp(A)

Voltage Open Circuit Voc(V)

Short Circuit Current Isc(A)

Temperature Coefficient Of Voc

Temperature Coefficient Of Isc

Temperature Coefficient Of Power

NOCT (Air 20°C; Sun 0.8kW/m² wind 1m/s)

ELECTRICAL CHARACTERISTICS

100W

17.1V

5.85A

20.52V

6.29A

-(80±10)mV/°C

(0.065±0.015)%/°C

-(0.5±0.05)%/°C

47±2°C

 Class A High Efficiency

39.57[1005]x23.7[602]x0.08[2.03] 

3.8[1.72]

Monocrystalline Silicon

NPA100S-12SFM-BLKType

Cells

Solar Cells Grade 

Module Dimension(in./mm)

Weight(lbs/kg)

MECHANICAL CHARACTERISTICS

I-V CURVES (Irradiance: AM1.5, 1kw/m²)
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